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This Catalog is designed to serve as a Buyers' Guide. It includes descriptive information and technical specifications of the products listed above 
Other Wnlard Products, not included in this section of the Catalog, are illustrated and described in the following Willard Catalog Sections': 
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• Diesel Engine Batteries • 
cle Batteries • U. S. Govern - 
r pries • Battery Parts. 
Batteries • Charge Retaining 

• Marine Batteries • Radio 
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Replacement Data • Inter 


Emergency measures may necessitate changes in prodtict specifications. All 
specifications in this Catalog are , therefore, subject to change without notice . 
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best measure of automotive 
iff cable quality is low electrical re- 
f^gistance. The size and conductivity 
If# the wire core underneath the 
gM&sulation determine the ability of 
jpd cable to carry full electrical cur- 
||fents to every contact point 
‘^throughout the car without appre 
f^ciable voltage losses. 

j^The cable core must be full-size, 
$$ond made of highly refined metal, 
5 v ^lo insure minimum resistance to 
y.-^free passage of current. Properly 
^designed, full-size cable terminals 
yj/must be firmly, permanently 
^bonded to the core for positive 
^electrical contact. And there must 
$Jpe quality in every detail of 
jif ^materials and workmanship if 
I'fboth cable and insulation are to 
£j>qive long, dependable service. 


•WELD GROUND 
CONSTRUCTIONf- 


^i^tTraided strap and terminal 
Re fused together, forming 
SS^WTd conductor. Milled' 
W^S Pction (right) demon-' 
resulting complete, 
—each strand of copper 
thoroughly welded to the 
^Nynmal. A superior electrical 
connection, assuring maximum 
electrical conductivity. 


INSULATED CABLE CONSTRUCTION 


WILLARD CABLE TERMINALS 


Willard Cables and Cable Accessories are manufactured under a 
strict quality control system which includes rigid physical and elec¬ 
trical tests and inspections covering both materials and workman¬ 
ship. Typical tests included in this control system are the severe 
heat, aging and tensile tests illustrated above. 


Cable cannot carry full battery current to the starter and elec¬ 
trical system without a full-size, high quality wire core under 
the insulation. Internal wire sizes of various cable gauges in 
common use are indicated above by the round dotted areas, for 
ready visual comparison. The round black areas represent vary¬ 
ing degrees of insulation thickness. These differences are highly 
significant. 

Willard No. 0 cable contains more than 2V2 times as much 
copper, and is 159% more efficient, than No. 4 cable (not offered 
by Willard). No. 1 cable contains twice as much copper, and is 
105% more efficient, than No. 4 cable. The larger and less 
resistant the cable core, the greater the electrical efficiency of 
the cable. More efficient cable means easier starting and longer 
battery life. 

Willard insulated cables are listed under the Underwriters' 
Laboratories Reexamination Service. 


THE IMPORTANCE OF FULL-SIZE CABLE 


An important measure of cable efficiency 
the conductivity of cable terminals. 
Since copper is a much more efficient 
electrical conductor than lead, Willard 
cable terminals have exceptionally high 
copper content to provide full conductiv¬ 
ity, minimizing voltage drop between the 
battery and the car’s electrical system. 

The high copper content of Willard ter¬ 
minals also results in flexible terminals, 
much less subject than lead terminals to 
breakage in removal for battery servicing. 


CABLE LUGS 

Pressure welded cable lugs form 
the copper cable strands and the 
lug into one unit, at the same 
time tightly sealing the insula¬ 
tion. Conductor wires extend 
all the way through the lug. 


CABLE TERMINALS 

Cable insulation is sealed into the 
barrel of the heavy duty terminal, 
which is joined to the conductor 
by a special processing method to 
form a perfect mechanical and 
electrical connection. 
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Ford 


Frazer 


Graham .. 


Hudson 


Kaiser 


LaSalle 


Lincoln 


Oldsmobile 


Oldsmobile 


Pontiac 


No. UI-1-15—14 y 2 Inch, No. 1 Ga. 

Am. Bantam. 1940-41 . .All.Pos. -Sw. 

Buick.1938-46..All.Pos.-Sw. 

Cadillac ....1946.All .Pos.-Sw. 

Cadillac_1939-42. .75,’41-’42 

All .Neg.-Sw. 

Chevrolet .. 1940-46. .All.Pos.-Sw. 

Dodge .1946.All .Pos.-Sw. 

Ford .1940-46..All.Neg.-Sw. 

Ford .1939.85 

DeLuxe .Neg.-Sw. 

Lincoln _1938-42..Zephyr ..Neg.-Sw. 

Mercury ... 1939-46. .All.Neg.-Sw. 

Plymouth ..1946.All.Neg.-Sw. 

Pontiac ....1938. 8 .Pos.-Sw. 

Studebaker .1946.5G.Neg.-Sw. 

Studebaker .1939-40..6 .Neg.-Sw. 

Willys .1940-42..All.Pos.-Sw. 

And others 

No. UM-19—19 Inch, No. 1 Ga. 

Am. Bantam. 1938-39. . All.Pos. -Sw. 

Cadillac .... 1939-40. .60S, 61..Neg.-Sw. 

Cadillac ....1938.60, 60S, 

65, 75 .Neg.-Sw. 

Ford.1939.60, 85 

Std.Neg.-Sw. 

Ford.1937-38..74, 78, 

81 A, 82A .Neg.-Sw. 

1928-31 . .A, AA . . .Neg.-Sw. 

1947.F-47 ....Pos. -Cr. 

.1938-40. .All.Neg.-Sw. 

1937-39.. 112 .Neg.-Sw. 

1947.K-100 ..Neg.-Sw. 

.1938.All.Neg.-Sw. 

. 1940-46. .Zephyr ..Pos.-Cr. 

.1941-46. .All.Neg.-Gr. 

.1938-46. .All.Pos. -Sw. 

. 1938-46. .All ex. 

’38-8 .Pos.-Sw. 

.1940-42..Cham¬ 
pion .Neg. -Sw. 

.1939-40..8 .Neg.-Sw. 

.1937-39. .All.Pos. -Sw. 

And others 

No. UM-26—26 Inch, No. 1 Ga. 

Chevrolet .. 1925-36. .All but 

Std.Pos. -Sw. 

Chrysler ... 1940-46. . 6 , 8 .Pos. -Gr. 

Chrysler ...1942.All 6 .... Neg.-Sw. 

Crosley .... 1940-41 . .All.Pos.-Sw. 

DeSoto.1940-46..All.Pos.-Gr. 

DeSoto.1942.All .Neg.-Sw. 

DeSoto.1928-30.. All.Neg.-Sw. 

Dodge .1940-46..All.Pos.-Cr. 

Dodge .1942.All .Neg.-Sw. 

Dodge .1931.DG -6 ...Pos.-Gr. 

Ford .1933-36..40, 46, 

51 Neg.-Sw. 

Ford.1932.B, 18.... Neg.-Sw. 

Frazer .1947.F-47 ....Neg.-Sw. 

Hudson _1934-39. .All but 

112 .Neg.-Sw. 

Kaiser .1947.K-100 ...Neg.-Sw. 

Lincoln _1932-41.. VI 2 -Pos.-Sw. 

Oldsmobile . 1938-40. . All.Neg.-Gr. 

Oldsmobile . 1928-32.. All.Pos.-Sw. 

Packard_1941-46..Clippers Pos./Neg. 

Plymouth .. 1940-46. .All.Pos.-Gr. 

Plymouth .. 1928-31 ..All.Neg.-Sw. 

Studebaker . 1941 -42.. Pres., 

Com.Neg.-Sw. 

Terraplane . 1934-38.. All.Neg.-Sw. 

And others 

No. UI-1-31—31 Inch, No. 1 Ga. 

Chevrolet ..1936.S+d.Pos.-Sw. 

Chrysler .... 1941-42. . All 6 , 8 ..Neg.-Sw. 

Chrysler_1938.Cust., 

• Imp 8 .Pos.-Gr. 

DeSoto.1941.All.Neg.-Sw. 

(Continued in next column) 


Studebaker 

Studebaker 
Willys .... 


No. UI-1-31—31 Inch, No. 1 Ga. 

(Continued from previous column) 

Dodge .1941.All.Neg.-Sw. 

Dodge .1934.DP-6 .... Pos. -Gr. 

Ford .1941-46.. All 6 .... Neg.-Sw. 

Ford .1920-27.. T, TT. .. . Pos.-Sw. 

Graham _1938-40..All.Pos.-Gr. 

Nash .1934-38.. 3880 .. . Pos. -Cr. 

Plymouth ..1941.All..Neg.-Sw. 

Plymouth ..1939.AM.Pos.-Gr. 

Plymouth .. 1933-34.. All.Pos.-Gr. 

Plymouth ..1931.PA.Neg.-Sw. 

Pontiac .... 1934-37.. All.Pos.-Sw. 

Studebaker . 1932-33..All 6-Neg.-Sw. 

Willys .1946.Civilian 

Jeep .Pos.-Sw. 

And others 

38—38 Inch, No. 1 Ga. 

. 1934-37. .V12 ....Neg.-Sw. 

.1937-39. .All.Pos. -Sw. 

.1946.All 6-8. .Pos.-Cr. 

. 1938-39. .Royal 6, 

Imp. 8, with O.D.. . Pos.-Cr. 

.1937.Cust. 8. . Pos. -Cr. 

. 1935-36. .A.S. 6, 8.Pos. -Gr. 

.1946.All.Pos. -Gr. 

. 1938-39. .All 

(’39 W. O.),.Pos. -Gr. 

.1932-36. .All.Pos. -Cr. 

.1938.All.Pos. -Cr. 

.1934.All.Pos. -Cr. 

.1940-46. .All.Neg.-Sw. 

.1938.All.Pos. -Cr. 

.1936.All.Pos. -Cr. 

. 1934-35. .All but 

’35-6 Neg.-Sw. 

.1946.6G .Neg.-Sw. 

And others 

42—42 Inch, No. 1 Ga. 

. 1939.6, 8, 

less O.D.Pos.-Gr. 

.1937.Royal 6, 

Imp.. A. F. 8.Pos. -Gr. 

.1936.A. F. 8..Pos. -Gr. 

. 1935.A. F. 8, 

Imp., Cust. 8.Pos.-Gr. 

. 1932-34. .Cust., 

Imp. 8.Pos. -Gr. 

.1939, All less O.D..Pos. -Gr. 

.1937.All.Pos. -Gr. 

. 1932-33. .All.Neg.-Sw. 

.1939.All.Pos. -Gr. 

.1936-37. .AM.Pos. -Gr. 

.1933.6 .Neg.-Sw. 

.1931-37.Neg.-Sw. 

. 1935-36. .80 Series Neg.-Sw. 

.1937.All.Pos. -Cr. 

.1935.AM.Pos. -Cr. 

.1933-34. .All.Neg.-Sw. 

And others 

No. UM-49—49 Inch, No. 1 Ga. 

Buick.1937..80, 90.Pos.-Sw. 

Buick.1936.All.Pos. -Sw. 

Buick.1933-35..40, 60, 

80. 90 .Pos. -Sw. 

Cadillac ....1940.62, 72.. .Neg.-Sw. 

Cadillac_1938-39..90 .Neg.-Sw. 

Chevrolet . . 1935.Std.Pos. -Sw. 

Chrysler ... 1932-34..Royal6,8 Neg.-Sw. 

Dodge .1932-34.. All 6... .Neg.-Sw. 

Graham ....1941.All.Neg.-Sw. 

Graham .... 1928-37..All.Neg.-Sw. 

Hupmobile .1938-39..6 .Neg.-Sw. 

LaSalle.1940.All .Neg.-Sw. 

Nash .1941-46. .Ser. 40, 

600 .Neg.-Sw. 

Nash .1937-39. .Amb. 8.. Neg.-Sw. 

Packard_1937.All but 

1500 .Neg.-Sw. 

(Continued in next column) 


No. UI-1 

Cadillac . 
Chevrolet 
Chrysler 
Chrysler 

Chrysler 
Chrysler 
DeSoto .. 
DeSoto . 

DeSoto .. 
Dodge .. 
Dodge .. 
Hudson . 
Plymouth 
Plymouth 
Studebaker 

Studebaker 

No. UI-1 

Chrysler . 

Chrysler . 

Chrysler . 
Chrysler . 

Chrysler . 

DeSoto ... 
DeSoto ... 
DeSoto ... 
Dodge ... 
Dodge ... 
Dodge ... 
Hupmobile 
Nash .... 
Plymouth 
Plymouth 
Plymouth 


No. Ul-1 

(Continued 
Packard ... 
Plymouth . 

Reo . 

Studebaker 

Studebaker 


No. UI-1 

Auburn .., 

Buick_ 

Buick_ 

Chrysler . 

Chrysler ., 

Chrysler . 

Cord . 

DeSoto 

DeSoto 

DeSoto 

Dodge 

Dodge ... 

Dodge 

Hupmobile 

LaFayette 

LaSalle .., 

Nash _ 

Nash _ 

Nash _ 


Nash 


No. UI-0 

Cadillac .., 
Chrysler ., 
Chrysler .. 

Chrysler .. 

Chrysler ., 

Chrysler .. 

DeSoto 

DeSoto 

Dodge 

Dodge 

Hupmobile 

Hupmobile 


LaSalle 
Nash . . 
Packard 


Packard .. 
Plymouth . 
Plymouth . 

No. UI-0 

Cadillac ... 

Chrysler .. 
Chrysler .. 

Chrysler .. 
Lincoln . ., 
Packard .. 
Packard .. 
Pierce Arr.. 
Pierce Arr.. 


49—49 Inch, No. 1 Ga. 

from previous column) 

. 1935-36.. 120 ....Neg.-Sw. 

.1932.PB .Neg.-Sw. 

. 1935-36. .All 6 ... .Pos.-Sw. 

.1938.All .Neg.-Sw. 

. 1935-36. .All but 

’35-8 .Neg.-Sw. 

And others 

■58—58 Inch, No. 1 Ga. 

. 1931-36. .All 6 , 8 . .Neg.-Sw. 

.1937.40, 60.. .Pos.-Sw. 

.1933-35..50 .Pos.-Sw. 

.1940. 8 C26, 

6 C25.Neg.-Sw. 

. 1937-38..Royal 6 , 

I mo. 8 .Neg.-Sw. 

. 1932-35. .A.F., Imp., 

Cust. 8 .Neg.-Sw. 

. 1936-37. .All.Neg.-Sw. 

.1940.All.Neg.-Sw. 

. 1937-38. .All.Neg.-Sw. 

.1934-35. .All.Neg.-Sw. 

.1937-39. .All.Neg.-Sw. 

. 1935.All.Neg.-Sw. 

. 1932-33. .All 8 . .. .Neg.-Sw. 

.1940.All.Neg.-Sw. 

.1936-40. .All.Neg.-Sw. 

.1939.All .Neg.-Sw. 

.1941-42..60, 80 

’42 Amb. 6 .Neg.-Sw. 

. 1937-39. .Amb. 6 ..Neg.-Sw. 
.1935-36..20, 

40 Series.Neg.-Sw. 

, 1934.1220, 

1290 .Neg.-Sw. 

1933-37. .All.Pos. -Sw. 

.1942.110. 120. Neg.-Sw. 

. 1938-39. .Sup. 8 ...Neg.-Sw. 

. 1933-34. .All.Neg.-Sw. 

.1937-38.. All.Neg.-Sw. 

.1935.All.Neg.-Sw. 

.1937.All .Neg.-Sw. 

.1933-36..77 .Neg.-Sw. 

And others 

65—65 Inch, No. 0 Ga. 

. 1936-37. .V 8 . 60 .. Pos. -Sw. 

.1940. 8 , C27. . .Neg.-Sw. 

.1938-39..Royal 6 , 

Imp. 8 .Neg.-Sw. 

.1936.A.S. 6 , 

A.F., 8 .Neg.-Sw. 

. 1935.A.S. 6 , 8 .Neg.-Sw. 

. 1932-34. .Cust. 8 ..Neg.-Sw. 

.1939.All.Neg.-Sw. 

. 1936.All.Neg.-Sw. 

.1940.All.Neg.-Sw. 

.1936.All.Neg.-Sw. 

.1937-39. .All 8 . .. .Neg.-Sw. 
.1933-35..326, 426, 

427. 527.Neg.-Sw. 

. 1934-37. .All.Neg.-Sw. 

.1940.All.Neg.-Sw. 

. 1940-42. .Super 8 , 

Cust. Sup. 8 .Neg.-Sw. 

. 1938-39. .All 12. . .Neg.-Sw. 

.1939-40. .All.Neg.-Sw. 

.1936.All .Neg.-Sw. 

And others 

. 74 — 731/2 Inch, No. 0 Ga. 

. 1936-37. .V 8 , All 

except 60.Neg.-Sw. 

.1940. 8 .Neg.-Sw. 

.1938-39..Cust., 

Imp. 8 .Neg.-Sw. 

.1937.Cust. 8 ..Neg.-Sw. 

.1940.All.Neg.-Sw. 

. 1938-40. .Super 8 .. Neg.-Sw. 

.1932.900 .Neg.-Sw. 

.1936-38. .All.Neg.-Sw. 

. 1934-35. .All 12...Neg.-Sw. 
And others 
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No. US-2-11—11 Inch 

(Continued from previous column) 

Cadillac .1939-41..62, 63, 67, 72, 75.. .Pos.-Cr. 

Chevrolet.1935-39..All Except ’36 Std... Neg.-Cr. 

Ford .1935-36..48, 50, 67, 68.Pos.-Cr. 

Ford .1932.B, 18.Pos.-Cr. 

Graham .1928-37..All .Pos.-Cr. 

Hudson .1937-39.. 112 .Pos.-Cr. 

Hudson .1937.All 6.Pos.-Cr. 

Hudson .1934-36..All .Pos.-Cr. 

Hupmobile .1928-37..All .Pos.-Cr. 

LaSalle .1939-41 .. All .Pos. -Cr. 

Nash.1939-40..All .Pos.-Cr. 

Oldsmobile .1928-37..All .Neg.-Cr. 

Packard .1935-36..All but 120.Pos.-Cr. 

Pontiac .1933-37..All .Neg.-Cr. 

Rockne .1932-33..All .Pos.-Cr. 

Studebaker .1942.All .Pos.-Cr. 

Studebaker .1932-36..All .Pos. -Gr. 

Terraplane .1934-38..All .Pos.-Cr. 


No. US-2-14—13% 

Auburn .1934-36. 

Auburn .1928-30. 

Buck .1938-46. 

Cadillac .1942.... 

Cadillac .1939-40. 

Cadillac .1938 

Cadillac .1932-37. 

Chevrolet .1936.... 

Chevrolet .1930-33. 

Crosley.1940-41 . 

Ford .1935-36. 

Ford .1933-34. 

Graham .1941.... 

LaSalle .1937.... 

LaSalle .1933-34. 

Lincoln .1930-41. 

Pierce Arrow.1932-35. 

Reo.1935-36. 

Terraplane .1932-33. 

Willys .1946.... 


Inch 

.All .Pos.-Cr. 

.All .Pos.-Cr. 

.All but 60, 80, 90..Neg.-Cr. 

.61, 63, 67, 75.Pos. -Cr. 

.75, 90 .Pos. -Cr. 

.90 .Pos.-Cr. 

.All .Pos.-Cr. 

.Std.Neg.-Cr. 

.All Std. Bat.Neg.-Cr. 

.All .Neg.-Cr. 

.51 .Pos. -Cr. 


.All 

.All 

.All 

.All 

.All 

.All 


Pos. -Cr. 
Pos. -Cr. 
Pos. -Cr. 
Pos. -Cr. 
Neg.-Cr. 
Pos. -Cr. 

All 6.Neg.-Cr. 

All .Neg.-Cr. 

Civilian Jeep.Neg.-Cr. 

No. US-2-17—1 6 V 2 Inch 

Cadillac .1939-46. .60S, 61, 90. ’42-62, 

’46, 60S, 62.Pos.-Cr. 

Chevrolet .1940-46..All .Neg.-Cr. 

Ford .1941-46. .All 6.Pos.-Cr. 

Ford .1933-36..40. 46, 51.P.G.-Univ. Jt. 

Hudson .1940.All .Pos.-Cr. 

Hudson .1937-39..All but 112.Pos.-Cr. 

Lincoln .1936-39..Zephyr .Pos.-Cr. 

Overland .1939.All .Neg.-Cr. 

Pontiac .1938-46..All .Neg.-Cr. 

Studebaker .1946.6C .Pos.-Cr. 

Willvs.1937-42..All .Neg.-Cr. 


No. US-2-7—6 1/2 Inch 


Am. Bantam.1938-41..All . 

Austin .1930-35..All . 

Chevrolet .1925-34..All . 

Cord .1936-37..All . 

Ford .1940-46..All V8. 

Ford .1928-31 . .A, AA. 

Ford .1920-27..T, TT. 

LaFayette .1939-40..All . 

LaSalle .1935.All . 

Mercury .1940-46..All . 

Packard .1935-36.. 120 . 

Packard .1933-34..All . 

Reo .1930-35..All but ’35-6. 

Studebaker .1946. 5G . 

Studebaker .1939-40..All . 

No. US-2-9— 8 Vi Inch 

Buick .1936-37..All . 

Buick .1933-35..60, 80, 90. 

Cadillac .1938.60, 60S, 65, 75... 

Ford .1937-39..All . 

Franklin.1930-34..All . 

Hudson .1941-46..All . 

Hudson .1930-33..All . 

hupmobile.1937-39..All . 

LaSalle .1936-38..All but ’37. 

Mercury.1939.All . 

Nash.1941-46. .All . 

Packard .1937-42..All but Clippers.. 

Pierce Arrow.1936-38..All . 

Studebaker .1937-38..All . 

Willys .1933-36..All . 

No. US-2-11—11 Inch 

Auburn .1931-33..All . 

Buick .1938-46. .60, 80, 90. 

Buick .1933-35..50 . 

Cadillac .1946.61, 63, 75. 


(Continued in next column) 


Neg.-Cr. 
Neg.-Cr. 
Neg.-Cr. 
Pos. -Cr. 
Pos. -Cr. 
Pos. -Cr. 
Neg.-Cr. 
Pos. -Cr. 
Pos. -Cr. 
Pos. -Cr. 
Pos. -Cr. 
Pos. -Cr. 
Neg.-Cr. 
Pos. -Cr. 
Pos. -Cr. 


. Neg.-Cr. 
. Neg.-Cr. 
. Pos. -Cr. 
. Pos. -Cr. 
.Pos. -Cr. 
. Pos. -Cr. 
. Neg.-Cr. 
. Pos. -Cr. 
. Pos. -Cr. 
. Pos. -Cr. 
. Pos. -Cr. 
. Pos. -Cr. 
. Pos. -Cr. 
. Pos. -Cr. 
.Neg.-Cr. 


Pos. -Cr. 
Neg.-Cr. 
Neg.-Cr. 
Neg.-Cr. 


BATTERY CABLE INSTALLATION 

1 Refer to Battery Cable Replacement Table (pages 
22-27) for the correct cable for the installation. 

2 CAUTION: Do not install a bare wire cable or 
flat braided copper wire strap for the Battery 
to Switch connection. This replacement, regardless of 
function, requires an insulated cable. 

3 Clean battery posts thoroughly before installing 
a new cable. (The No. 1052 Battery Post and 
Terminal Cleaner—see page 20—is ideal for this job). 
A clean battery post plus a new terminal and cable 
insures a perfect electrical connection. 

yfl Where cable lug or ground strap makes contact 
■* with frame of car, be sure point of contact is 
cleaned, preferably with a file or stiff wire brush. Rust 
or verdigris on the car frame will prevent an efficient 
electrical connection. 

Check and clean the starter switch connection when 
replacing cable from Battery to Switch. 

Tighten all connections—cable terminal to battery 
** post—cable lug or strap to ground connection or 
starter switch connection. A loose connection at any 
one of these points may cause starting failure. 


WILLARD CABLE TYPE DESIGNATIONS 

The first letter in each Willard cable type 
designation indicates whether the cable is a 
Universal <U) or Original Equipment (E) re¬ 
placement type. The second letter indicates 
whether the cable is an Insulated (I) or Braided 
Strap (S) type. The center digit between the 
dashes indicates Gauge. The final digits indi¬ 
cate Length to the nearest even inch. 

EXAMPLES 

Type UI-0-G5 is a Universal Insulated 
cable, No. 0 Gauge, 65" Long. 

Type ES-4-S is an Original Equipment 
Braided Strap, No. 4 Gauge, 8" Long. 

The Willard descriptive type numbering sys¬ 
tem makes it easy to select any desired type, 
gauge and size of cable by simple reference to 
the Type Designation on the box or label. 
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CHEVROLET 

FORD 


No. EI-1-27—26i/ 2 ", No. 1 Ga. Cable— 

Positive Terminal 


PLYMOUTH .1940-42. .All .Pos. -Cr. 

Chrysler.1940-42..Ail .Pos.-Cr. 

DeSoto ..1940-42 ..All .Pos. -Cr. 

Dodge .1940-42 ..All .Pos. -Cr. 

Pontiac .1933.All .Pos.-Sw 


AND OTHERS 


No. EM-32—32", No. 1 Ga. Cable—2 Lugs 


FORD .1932-36.. 18, 40, 48, 50, 67, 68.St.-Sw. 

LaFayette .1939-41..All .St.-Sw. 

Nash.1940.Amb. 6.St.-Sw. 

Studebaker .* . .1939-40. .Champ.St.-Sw. 


No. EI-1-18—17%", No. 1 Ga. Cable— 

Negative Terminal 

FORD .1937-39. .All but ’39 DeLuxe..Neg.-Sw 

Hudson .1938-39.. 112 .Neg.-Sw 

Studebaker .1939-40..All 8.Neg.-Sw 


No. EI-1-14S 


14", No. 1 Ga. Cable, 2 Lugs 


CHEVROLET .1925-28. 

PLYMOUTH .1928-29. 

Auburn .1932-35. 

Austin .1930-35. 

LaFayette .1935-37. 

Nash .1935-36. 

Packard .1930-31. 

Pontiac .1928-29. 

Studebaker .1928-33. 

IVillys .1930-32. 


St.-Sw. 

St.-Sw. 

St.-Sw. 

St.-Sw. 

St.-Sw. 

St.-Sw. 

St.-Sw. 

St.-Sw. 

St.-Sw. 

St.-Sw. 


All 


All 


All 


All 


All 


All 


All 


All 


All 


All 


1 Ga. Cable 


2 Lugs 


No 


No. EI-1-14— 131 / 2 ", No. 1 Ga. Cable— 

Negative Terminal 

FORD .1940-46..All V8.Neg.-Sw 

FORD .1939.85 DeLuxe.Neg.-Sw. 

Buick .1923-30..All .Neg.-Sw, 

Lincoln.1938-42. .Zephyr .Neg.-Sw, 

Mercury.1939-46.. All .Neg.-Sw. 


EI-l-26—26i/ 2 ", No. 1 Ga. Cable— 

Negative Terminal 

FORD .1935-36..48. 50. 67. 68.Neg.-Sw. 


No. EI-1-22—22", No. 

FORD .1937-42.. 

Crosley.1940-41.. 

Graham .1928-32.. 

Hucmcbile .1930-31.. 

Lincoln.1938-41 .. 

Nash.1937. 

Reo .1935-36.. 

Studebaker .1940-42.. 


All V8.St.-Sw. 

All .St.-Sw. 

All .St.-Sw. 

C .St.-Sw. 

Zephyr .St.-Sw. 

All .St.-Sw. 

All .St.-Sw. 

Comm. 6.St.-Sw. 



No. EM-13— 121 / 2 ", No. 1 Ga. Cable- 


No. ES-4-7— 614 ", No. 4 Ga. Ground Strap 

CHEVROLET ... 1933-36. .All Oldsmobile_1938-46..All 

FORD .1937-42..All Pontiac .1930-37..All 

Buick.1930-42..All Studebaker .... 1938-42. .All 

Graham .1933-37..All 



Positive Terminal 

CHEVROLET .1940-46..All .Pos.-Sw. 



No. EI-1-38— 371 / 2 ", No. 1 Ga. Cable— 

Positive Terminal 

CHEVROLET.1937-39..All .Pos.-Sw. 


No. ES-4-8—8", No. 4 Ga. Ground Strap 

PLYMOUTH ...1929-32..All Hupmobile _1934-36..All 

Chrysler .1929-32..All Kaiser K-100..1947 

DeSoto .1929-32..All LaFayette .1939-41..All 

Dodge .1929-32..All Nash Amb. 6,8 1940 

Frazer F-47-1947 Packard .1932-42..All 

Hudson .1932-42..All Terraplane _1938-39..All 

No. ES-4-14—14", No. 4 Ga. Ground Strap 

Cadillac .1938-42..Ali Pontiac .1938-46..All 

LaSalle .1938-40.. All 
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Word BATTERY CABLES 


W* 

4 ^ 


No. 3 

BATTERY 

CABLE 

MERCHANDISER 


A complete medium sized stock of 
fast moving types for battery cable 
service on all popular cars. 


& 

No. 10 

BATTERY 

CABLE 

MERCHANDISER 


A complete small stock of the most 
popular cables in the line, suitable 
for service stations and other small 
dealers. 


No. 7 

"SERVICE STOCK" BATTERY 
CABLE MERCHANDISER 


WILLARD 

CABLE MERCHANDISERS 

Designed to provide maximum dis¬ 
play for adequate cable service 
stocks in minimum floor or wall 
space. 

Each merchandiser contains popu¬ 
lar fast moving types only. The 
attractive display serves as a con¬ 
stant reminder to "Check the Cables" 
for safe driving. Replacement Table 
included with each merchandiser. 


This attractive combination metal 
three color service sign and display 
rack is 1 1 ] A" high, 21 3 A” wide 
and has 1 5 cable display hooks. 

CONTENTS 43 Cables 


A Master Stock of popular battery cable 
types for the super service station or other 
large battery service establishment. 

This three-color rack is 60" high, 30" 
wide and has 39 cable display hooks. 
Takes only 30"xl8V2" floor space. 


This attractive combination metal 
three color service sign and display 
rack is 1 1 3 A" high, 17" wide and 
has 1 2 cable display hooks. 


2—EI-1-1S 

3—US-2-7 

2—UI-1-26 

CONTENTS 120 Cables 

CONTENTS 23 Cables 




3—EI-1-18 

10—UI-1-15 

6—UI-1-38 

3 —UI-1-15 

1—US-2-17 

2—EI-1-14 

4—US-2-9 

1—UI-1-38 

3—EI-1-14 

6 —US-2-7 

4—UI-1-42 

1—EI-1-22 

3—US-2-11 

1—UI-1-42 

1—EI-1-32 

8 —US-2-9 

4—UI-1-49 

3—US-2-7 

3 —UI-1-19 

3—EI-1-13 

2—US-2-14 

1—UI-1-49 

1—EI-1-26 

1—EI-1-14S 

8 —US-2-11 
6—US-2-14 

2—UI-1-58 

2—UI-0-65 

3—US-2-9 

2—UI-1-31 

2—EI-1-27 

2—US-2-17 

1—UI-1-58 

1—EI-1-22 

6—US-2-17 

1—UI-0-74 

2 —US-2-11 

2—UI-1-26 

2—EI-1-38 

3—UI-1-19 

1 —ES-4-7 

10—EI-1-13 

4—EI-1-27 

10—UI-1-19 
8—UI-1-31 

1—ES-4-7 

1 —ES-4-8 

2—US-2-14 

1—UI-1-38 

4—UI-1-15 

2—UI-1-31 

1—ES-4-8 

4—EI-1-38 

8—UI-1-26 

1—ES-4-14 

1 —UI- 

-1-42 
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RE-WIRING SERVICE MERCHANDISERS 



No. 6 

COMBINATION REWIRING 
SERVICE MERCHANDISER 

This merchandiser—with its combination 
stock of battery cables, spark plug cable 
sets, spool cable, battery and ignition 
terminals, service tools and Spee-Dee 
Splice connectors—is ideal for complete 
automotive cable service. 

Attractive all metal display and stock 
rack has three drawers for small parts, 
21 cable display hooks and three-color 
metal Willard Cable Service sign. 59" 
high, 30" wide, 15" deep. 


No. 6 Merchandiser 


No. 870 SPARK PLUG RE¬ 
WIRING KIT 

All-metal portable re-wiring service kit 
with special cable cutting, stripping and 
terminal crimping tool. Ideal either for 
use on service floor, or for curb or road 
service. Includes all materials needed 
for passenger car, bus, truck or tractor 
spark plug cable re-wiring. 10%" high, 
6%" wide,'8" deep. 

CONTENTS 

100 Ft. No. 700 —7MM Heavy Duty 
Spark Plug Cable 

12—Rajah B/T Thrust Type Term. 

24—Rajah A/C/T Angle Cage Term. 

24—Rajah C/T Cage Type Term. 

T2—Rajah S/R Split Ring Term. 

12—Rajah R/A/C Angle Terminals 
50—No. 802 Distributor Terminals 
24—No. 801 Distributor Nipples 
1—Rajah Terminal Crimping Tool 

No. 856—Service Kit—Same as No. 870, 
but with No. 560—7MM Standard 
Cable in place of No. 700. 

No. 855—Service Kit—Same as No. 870, 
but with No. 562—7MM Junior Cable 
in place of No. 700. 

No. 851 MASTER RE-WIRING 
KIT 

In addition to a combination of popular 
primary and spark plug cables, this kit 
also includes a selected assortment of 
fast moving primary and ignition termi¬ 
nals. 12%" high, 11-1/16" wide, 8" 
deep. 

CONTENTS 

100 Ft. No. 700—7MM, Heavy Dufy 
Spark Plug Cable 

100 Ft. No. 569—16 Ca. Primary Cable 
100 Ft. No. 570—14 Ca. Primary Cab'e 
50 No. 801 Distributor Nipples 
100 No. 802 Distributor Term. 

25 Rajah B/T Thrust Type Term. 

50 Rajah A/C/T Angle Cage Term. 

50 Rajah S/R Split Ring Term. 

50 Rajah C/T Cage Type Term. 

50 Rajah R/A/C Angle Term. 

50 No. 825A Primary Terminals 
50 No. 826 Primary Terminals 
50 No. 828 Primary Terminals 
1 Rajah Term. Crimping Tool 


CONTENTS 

43 Battery Cables 

Same as No. 3 Merchandiser (page 7) 


8 Spark Plug Cable Sets 


2-517 

2-544 

1-554 

1-532 

1-553 

500 Ft. Spool Cable 

1-557 

100'-700 


100'-570 

200'-569 

Battery Terminals 

100'-571 

10-94 


50-100 

10-96 

25-1040 

Ignition Terminals 

25-299A 

50-801 

25-824 

25-829 

100-802 

50-825A 

25-830 

25-817 

25-826 

25-831 

25-823S 

25-827 

25-828 

Spee-Dee Splice 

25-832 

1 

-No. 799 Service Kit 

Service Tools 

1-1044 

1-1043 

1-1052 


No. 24 COMBINATION 
MERCHANDISER 

A popular combination of primary and 
spark plug cables, with drawer contain¬ 
ing a selection of terminals and Spee- 
Dee Splice connectors designed to meet 
most daily service requirements. In¬ 
cludes Terminal Tool and Wire Cutter. 
16high, 14" wide, 6%" deep. 

CONTENTS 

400 Ft. Spool Cable 

100'—560 100'—570 

100'—569 100'—571 


ICNITION TERMINALS 


50—801 

25—823-S 

25—825A 

50—802 

25—824 

25—827 

25—817 

12—832 

25—828 


Spee-Dee Splice 


10—816 

6—812 

10—807 

10—814 

8—806 

4—810 

2—808 


Tool 



1—1036 Tool 




No. 870 Kit 


No. 851 Kit 
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No. 24 Merchandiser 











No. 553 U-U 

(Short Universal 6 cylinder set) 

Chrysler .6.1934-46 

DeSoto .6.1933-46 

Dodge .6.1933-46 

-Hudson .6.1940-46 

LaFayette .6.1941-42 

-LaFayette .6.1934-40 

-Nash .6.1942-46 

-Nash .6.1936 

Oldsmobile .6.1935-42 

Packard .6.1937-41 

Plymouth .6.1934-46 

Pontiac .6.1935-46 

Studebaker .6.1935-46 

(Will also service Dodge, 
Plymouth, Studebaker and many 
models of G.M.C. trucks.) 


No. 554 

(Long Universal 6 cylinder set) 

Ford .6.1941-46 

Frazer .F47.1947 

Hudson .6.1935-39 

Hupmcbile .6.1936-41 

Kaiser .K-100.1947 

Lincoln-Zephyr (2 sets) .1938-42 

Packard .6.1942-46 

Terraplane .6.1936-38 

(Will also service terraplane truck) 


No. 557 

(Short Universal 8 cylinder set) 

Buick .8. 

Cadillac .8. 

Cadillac .8. 

Chrysler .8. 

LaSalle .8.1937&41 

Oldsmobile .8.1935-46 

.1937-41 
.1937-39 



No. 556 


1 

Packard . 

.120.. 

(Long Universal 
Cadillac . 

8 cylinder set) 


^Packard . 


.1938-40 


Cadillac . 

.. .8 . 

.1934-35 

Packard . 


Hudson . 

...8 . 

.1938-42 


LaSalle . 

Q 

.1938-40 

Pontiac . 

.8... 

Packard . 

.. .8 . 

.1942 



Packard . 

.. .8 (exc. 120). 

.1940-41 

^Studebaker ... 

.8... 


.1935-42 


*F or these cars (and others not listed), use of Re- 
Wiring Kit No. 870 (see page 8) is recommended. 


"JUNIOR CABLE" SPARK PLUG CABLE SETS 


FOR CHEVROLET 

1929-42 . 6 .No. 721 

FOR FORD 

1937- 42.8.No. 732 

FOR PLYMOUTH, DODGE, DeSOTO and CHRYSLER 

1938- 42.6.No. 731 

(For earlier Models, use Set No. 726) 


FOR BUICK 

1938-42.8.No. 724 

(For earlier Models, use Set No. 727) 

UNIVERSAL SETS 

Each Universal Set includes a combination of terminals, 
and with minor adjustments may be made to fit as 


required. 

For 6 Cylinder Cars.No. 726 

For 8 Cylinder Cars.No. 727 
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HEAVY DUTY, STANDARD DUTY and "JUNIOR" SPARK PLUG CABLES 

HEAVY DUTY CABLE 


STANDARD DUTY CABLE 


JUNIOR CABLE 


No. 700 —7MM—16 Ga.—19 strands of concentric stranded No. 29 tinned copper wire. Insulated with spe¬ 
cially prepared heat and oil resisting synthetic rubber compound of high dielectric strength. Has special brown 
braid, finished with multi-coatings of high temperature lacquer. 0. D. .276 inch. 


This special Heavy Duty Cable, when subjected to extreme laboratory tests—hot oil and dry heat tests at 300 
degrees Fahrenheit; voltage breakdown and corona tests at 40,000 volts—proves its superior qualities. Rec¬ 
ommended for installation on Trucks, Buses, Tractors and Passenger Cars where spark plug cables are 
exposed to unusual heat and oil conditions. 


No. 560 —7MM—16 Ga.—19 strands of concentric stranded No. 29 tinned copper wire with synthetic rubber 
insulation. Black braid with red tracer. Multi-coated with heat resistant lacquer. O. D. .276 inch. This 
Standard Duty Cable is recommended for spark plug cable replacement on passenger cars in normal service. 


No. 562 —7MM—16 Ca.—19 strands of concentric stranded No. 29 tinned copper wire with synthetic 
rubber insulation. Black braid and lacquer finish. O. D. .276 inch. An economical cable for light duty service. 


SPECIAL SPARK PLUG CABLES 

NEOPRENE CABLE 


No. 703—7MM—16 Ga.—19 strands No. 29 tinned copper 
wire with synthetic rubber compound insulation. Skeleton 
braid and “Neoprene” outer wall jacket. O. D. .276 inch. 

ALUMINUM CABLE 

WWWMMWWI— 

No. 563—7MM—16 Ga.—19 strands No. 29 tinned copper 
wire with synthetic rubber insulation. Same as No. 560, 
but with Aluminum Lacquered Braid. O. D. .276 inch. 

STEELSTRAN CABLE 

No. 701—7MM—7 strands .013" stainless steel wire. Low 
capacitance synthetic rubber compound insulation. Green 
braid, multi-coated with high temperature heat-resistant 
lacquer. O. D. .276 inch. For shielded or conduit installa¬ 
tions. 


ALLOWABLE CARRYING CAPACITIES 

LICHT CIRCUIT, BATTERY AND WELDINC CABLES 


Cable 

Gauge 

Light Circuit 
Cable 

Continuous 

Duty 

Battery 

Cable 

Intermittent 

Duty 

18 

3 Amps. 


16 

6 Amps. 


14 

15 Amps. 


12 

20 Amps. 


10 

25 Amps. 


8 

35 Amps. 


6 

50 Amps. 


4 


90 Amps. 

2 


125 Amps. 

1 


150 Amps. 

0 


200 Amps. 

00 


225 Amps. 

000 


275 Amps. 

0000 


325 Amps. 


Welding 

Cable 

Up to 50 Feet 


60 Amps. 

200 Amps. 
250 Amps. 
300 Amps. 
400 Amps. 


To determine ampere loads in lamp circuits, 
add together the candle power of all 
lamps in the circuit and divide by 8. 

ELECTRICAL UNITS OF MEASURE 

Ampere.Unit of Current Flow 

Volt.Unit of Electrical Pressure 

Watt.Unit of Power (Amperes x Volts) 
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HEAVY DUTY SINGLE CONDUCTOR 




SINGLE CONDUCTOR—COLORED BRAIDS 


No. 

Ca. 

Stranding 

Braid Color 

O.D. 

570B 

14 

19x27 

Black 

.165" 

570C 

14 

19x27 

Green 

.165" 

570Y 

14 

19x27 

Yellow 

.165" 

570BB 

14 

19x27 

Blue 

.165" 

570R 

14 

19x27 

Red 

.165" 

570BR 

14 

19x27 

Black/Red Tr. 

.165 n 

570BY 

14 

19x27 

Black/Yellow Tr. 

.165" 


WIRING GUIDE 


Note: If circuit is longer than 10 
feet, use next heavier gauge size. 


Electrical Equipment 


Ammeter to Cigar Lighter. 

Ammeter to Fuse Block. 

Ammeter to Switch. 

Battery to Ammeter. 

Coil Wire Low Tension. 

Dome Light. 

Fog Light to Switch. 

Gas Gauge to Ignition Coil. 

Gas Gauge to Tank. 

Generator to Ammeter. 

Generator to Starter Relay. 

Guide (Fender) Light. 

Head Light Circuit. 

Head Light Relay. 

Heater to Ammeter. 

Horn Button Circuit. 

Horn to Horn Relay and Battery. 

Ignition Switch to Ammeter and Coil- 

Instrument Lamps to Switch. 

Light Switch to Relay or Fuse. 

Parking Light Circuit. 

Radio to Relay or Fuse. 

Relay or Fuse to Ammeter. 

Relay to Dome Lamp Switch. 

Relay to Instrument Lamp Switch... 

Starter Relay to Vacuum Switch. 

Stop Light Switch to Stop Light. 

Switch to Tail Light. 

Tail Light Circuit. 

Vacuum Switch to Gas Gauge. 


14 Ga. 
10 Ga. 
1 4 Ga. 
10 Ga. 
14 Ga. 
1 6 Ga. 
1 4 Ga. 
1 4 Ga. 
1 6 Ga. 
10 Ga. 
1 6 Ga. 
1 8 Ga. 
1 4 Ga. 
lOGa. 
1 6 Ga. 
1 4 Ga. 
lOGa. 
1 4 Ga. 
1 6 Ga. 
1 2 Ga. 
1 6 Ga. 
14 Ga. 
lOGa. 
1 6 Ga. 
16 Ga. 
16 Ga. 
1 6 Ga. 
1 6 Ga. 
16 Ga. 
16 Ga. 


570 

572 

570 

572 

570 

569 

570 
570 
569 
572 

569 

568 

570 
572 

569 

570 
572 

570 
569 

571 

569 

570 

572 
569 
569 
569 
569 
569 
569 
569 


PRIMARY CABLE 


Willard primary cables all have tinned copper 
wire conductors. A tough, high lustre multiple 
lacquer coating is applied over the outer braid. 


SINGLE CONDUCTOR 


Cable 

Ca. 


Stock 

No. 


No. 

568 

569 

570 

571 

572 
572A 
572B 


Stranding 

16x30 

19x29 

19x27 

19x25 

19x23 

49x25 

49x23 


Braid Color 

Black/1 RedTr. 
Black/2 Red Tr. 
Black/3 Red Tr. 
Black/lxl Tr. 
Black/2xl Tr. 
Black/2x2 Tr. 
Black/2x3 Tr. 


O.D. 

.135" 

.145" 

.165" 

.195" 

.225" 

.280" 

.320" 


Braided with heavy black weatherproof seine 
twine for Truck, Bus, Trailer and Marine use. 


RECOMMENDED CABLE GAUGE 

For various cable lengths carrying loads 
of 3 to 25 amperes — 6 volt system. 

(For 12 volt system, cable length may be doubled) 


No. 

Ca. 

Stranding 

Braid Color 

O.D. 

620 

16 

19x29 

Black 

.165" 

621 

14 

19x27 

Black 

.190" 

622 

12 

19x25 

Black 

.215" 

623 

10 

19x23 

Black 

.240" 

623A 

8 

49x25 

Black 

.275" 

623B 

6 

49x23 

Black 

.345" 


Load 

To 10 Ft. 

Use 

To 20 Ft. 

Use 

To 30 Ft. 
Use 

To 40 Ft. 

Use 

3 Amp. 

18 Ca. 

1 6 Ga. 

14 Ga. 

1 2 Ca. 

6 Amp. 

1 6 Ca. 

1 4 Ga. 

1 2 Ga. 

lOGa. 

1 5 Amp. 

1 4 Ga. 

12 Ga. 

10 Ga. 

8 Ga. 

20 Amp. 

1 2 Ga. 

lOGa. 

8 Ga. 

6 Ga. 

25 Amp. 

10 Ca. 

8 Ca. 

6 Ga. 

4 Ga. 


TWO CONDUCTOR 


Mill 






No. 

Ca. 

Stranding 

Braid Color 

O.D. 

573 

16 

(2)19x29 

Black/2 Red Tr. 

.165"x.285" 

574 

14 

(2)19x27 

Black/3 Red Tr. 

.182"x.330" 


VOLTAGE DROP heavy duty two conductor 


Wire Cauge 

Cable Load 

Voltage 
at 25 Ft. 

Voltage 

50 Ft - 

18 Ga. 

1 6 Ga. 

14 Ga. 

12 Ga. 
lOGa. 

3 Amperes 

6 Amperes 

1 5 Amperes 

20 Amperes 

25 Amperes 

5.02 

4.62 

3.82 

4.24 

4.59 

4.03 

3 23 No. Ga. Stranding Braid Color O.D. 

624 16 (2)19x29 Black .200"x.285" 

24 Q 625 14 (2)19x27 Black .225"x.350" 

3 ' 17 626 12 (2)19x25 Black .243"x.415" 

671 10 miQv?} Rl *rU 
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No. 

Ca. 

Stranding 

Cover 

580 

16 

(2)19x29 

Armored 

581 

14 

(2)19x27 

Armored 


O.D. 

.141"x.261" 
. 1 52"x.245" 


4, 5 OR G INSULATED CONDUCTORS IN HEAVY BLACK 
WEATHERPROOFED WOVEN FABRIC LOOM 


HORN AND TAIL LIGHT CABLE 


No. 

Ca. 

No. Cond. 

Stranding 

O.D. 

991 

16 

4 Cond. 

19x29 

.400" 

992 

16 

5 Cond. 

19x29 

.430" 

993 

16 

6 Cond. 

19x29 

.480" 


RUBBER COVERED TRAILER CABLE 


WEATHERPROOF FINISH 

No. Ca. Stranding Braid Color O.D. 

582 18 16x30 Black .125" 


5MM LOW TENSION CABLE 



TWO BRAIDS OVER INSULATION. LACQUERED 
No. Ca. Stranding Braid Co!or O.D. 

567A 14 19x27 Green/1 Red Tr. .197" 



4, 5 OR 6 CONDUCTORS 


No. 

Ca. 

No. Cond. 

Stranding 

O.D. 

593B 

18 

4 Cond. 

16x30 

.450" 

994 

14 

4 Cond. 

41x30 

.450" 

995 

18 

5 Cond. 

16x30 

.450" 

996 

18 

6 Cond. 

16x30 

.450" 

997 

14 

6 Cond. 

41x30 

.600" 
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FURNISHED ON 100 FT. LITHOGRAPHED 


PARATWIN RUBBER CORD 


No. Ca. Stranding Color O.D. 

592A 18 (2)41x34 Brown ,127"x.228" 


TWO AND THREE CONDUCTOR 


Fabric Loom Housing provides extra protection for 
battery cables or wires on cars, buses and trucks. 

(Boxed in 50 Ft. coils, except No. 688, which is in 25 Ft. 
coils). 


No. 683—3/16" 
Inside Diam. 

No. 684— 14" 
Inside Diam. 

No. 685—5/16" 
Inside Diam. 

No. 685A— 3 /s" 
Inside Diam. 

No. 685B—7/16" 
Inside Diam. 


No. 686— V 2 ” 

Inside Diam. 

No. 686A— s/s" 
Inside Diam. 

No. 687—9/16" 
Inside Diam. 

No. 688— 3 /4" 
Inside Diam. 


BRAIDED COPPER SHIELDING 


ACID PROOF CHARGING CABLE 


HEAVY DUTY WELDING CABLE 


Ca. 

6 

4 

2 

1 

0 

2/0 

3/0 

4/0 


Flexible stranded copper wire conductor with 
heavy jacket of tough synthetic rubber compound. 


(Coil lengths to order) 

♦Amp. Cap. Stranding 

O.D. 

60 

658x34 

.413" 

75 

1054x34 

.560" 

200 

1666x34 

.505" 

250 

2107x34 

.680" 

300 

2646x34 

.740" 

400 

3381x34 

.800" 

600 

4284x34 

.895" 

600 

5376x34 

.930" 


♦Ampere Capacity Ratings are for lengths up to 50 Ft. 
(except No. 758, which is rated for lengths up to 100 Ft.). 


NEW CODE TYPE C LAMP CORD 


No. 

Ca. 

Stranding 

Braid Color 

O.D. 

583 

18 

(2)16x30 

Green Gr Yellow 

.294' 


Special cable for Test Leads and Battery 
Has acid proof insulation over flexible 

Carrying 


No. 

Ca. 

Stranding 

Capacity 

589C 

14 

41x30 

1 5 Amp. 

590C 

12 

65x30 

20 Amp. 

588 

10 

105x30 

25 Amp. 

589 

8 

164x30 

35 Amp. 

590 

6 

259x30 

50 Amp. 


Charging. 

conductor. 


O.D. 

.170" 

.190" 

.242" 

.275" 

.310" 


FABRIC LOOM HOUSING 


EXTENSION CORD 



No. 

Ca. 

No. Cond. 

Stranding 

Type 

O.D. 

591 

18 

2 Cond. 

41 x 34 

S 

.391" 

592 

18 

2 Cond. 

41 x 34 

SJ 

.300" 

593A 

18 

3 Cond. 

41 x 34 

S 

.406" 

593 

16 

2 Cond. 

65x 34 

S 

.406" 

604 

16 

2 Cond. 

26x 30 

SJ 

.375" 

619 

16 

3 Cond. 

65x 34 

S 

.445" 

605 

14 

2 Cond. 

84x 33 

S 

.562" 

608 

10 

2 Cond. 

105x130 

S 

.650" 


♦Recommended for Fast Charger and Welder Supply Cable. 


(50 Ft. Spools) 

No. 631— Vs" I.D. No. 632A— 5/16" I.D. 

Tinned Tinned 

No. 631 A—3/16" I.D. 

Tinned 

No. 632— 13/64" I.D. No. 633 —%" I.D. 

Tinned Tinned 


ASBESTOS SLEEVING 



(25 Ft. Spools) 


To be used over high tension cable where cable 
is subject to extreme heat from exhaust manifold. 

No. 690— 9/32" Inside Diameter. 
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LOOM ASSEMBLIES 


FOR FORD 1929-41 

No. 900-1928-31 Cowl Assembly (Pt. A-14401 B). 

No. 901 —1928-31 Terminal Block to Cutout As¬ 
sembly (Pt. A-14406-AR). 

No. 1907 —1929-31 2-Bulb Headlight Wires and Tail 
Light Wires Assembled to Switch Plate 


No. 1933 —1938 Complete Headlight and Tail Light 
Wires with Switch Plate and Housing (no 
dimmer switch or relay). Pt. 81A- 

I 1653B and 81 A-14405). 

No. 1934 —1939 Complete Headlight and Tail Light 
Wires with Switch Plate and Housing (no 
dimmer switch or relay). Pt. 91A- 

11653A and 91A-14405). 

No. 1935—1940 Complete Headlight and Tail Light 
Wires (no dimmer switch or relay). (Pt. 
01A-1 1653 and 91A-14405). 

No. 1936 —1941 Complete Headlight and Tail Light 
Wires (no dimmer switch or relay). (Pt. 

II A-11653 and 11 A-14405). 

No. 1923— 1928-39 Hsg. (B-1 1655B and B-1 1657). 


FOR DELCO-REMY 

No. 1087— 2y 8 "—Replaces No. 1853288 


Buick (8 Cyl. All) .. 1934-37 
Cadillac (8 Cyl. All) ...1936 


La Salle (8 Cyl. AID... 1936 
Oldsmobile (8 Cyl.) . 1936-38 
Pontiac (8 Cyl.).... 1934-39 


No. 1088 —21/8"—Replaces No. 1853289 


Buick (8 Cyl., 40, 50, 60, 80, 

90) .1934-37 

Cadillac (8 Cyl., 60, 70, 
75) .1936 


LaSalle (8 Cyl., 50) ....1936 
Oldsmobile (8 Cyl., L-36) 

.1936 

Pontiac (8 Cyl. All) .1934-36 


No. 1089 —2 3 / 8 "—Replaces No. 1858574 
Oldsmobile (6 Cyl.). 1936-39 


Packard (6 Cyl., 1150.1937 
Pontiac (6 Cyl.)-1935-39 


No. 1090— 3 7 /s"—Replaces No. 1865978 


Buick (8 Cyl. All) . .1937-41 
Cadillac (8 Cyl. All) ...1941 
Oldsmobile (6 Cyl.). 1936-41 
Oldsmobile (8 Cyl.) .1937-41 
Packard (6 Cyl., 1150.1937 


Packard (8 Cyl., 1500, 1, 2. 

Super 8‘i.1937 

Packard (6 Cyl., 1600) .1938 
Pontiac (6 Cyl.) .... 1935-41 

Pontiac (8 Cyl.)-1937-39 

Pontiac (8 Cyl.).1941 


No. 1091 —2"—Replaces No. 1879140 


Buick .1939-40 

Cadillac (8 Cyl.).1940 

C. M. C. Trucks.1937-38 

LaSalle .1940 

Mack .1937-40 


Oldsmobile (6 Cy') . 1937-40 
Oldsmobile (8 Cyl.) . 1938-40 

Packard (6 Cyl.).1918 

Pontiac (8 Cyl.).1940 

White .1938-39 


FOR AUTO-LITE 


No. 1080— 2i/ 2 "—Replaces ICS-11 A, ICS-49, 

IGS-73S, ICS-76S 

Chrysler (All).1935-36 

DeSoto (All).1935-39 

Dodge (All).1935-39 

Dodge Trucks (All) .1935-39 
Packard 115C.1937 

No. 1081— 1 7/s"—Replaces ICS-59A 


Plymouth (All).1935-39 

Plymouth Trucks.... 1937-39 

White (All).1937 

Willys (All).1936-39 


Chrysler <C6, C7, Cl6. Cl8, 

C22, C25, C28)..1935-41 

DeSoto (All).1935-41 

Dodge (All).1935-41 

Dodge Trucks.1937-41 

No. 1082— 31 / 2 "—Replaces IGT-11A 


Nash LaFayette.1939-40 

Packard (1700).1938 

Plymouth .1935-41 

Plymouth Trucks_1937-40 

White Trucks.1937 


Chrysler (CZ, Cl, C3, C8. C9, 
CIO, Cl 1, C14, Cl 5, Cl7, 
Cl9, C20, C23, C24, C26, 
C27, C30, C33)... 1935-41 
Hupmobile .1938-39 


Packard (1 20C, 120D, 138CD, 
1500, 1051, 1502, 1601, 

1602, 1603. 1604, 1605, 

1701, 1702, 1703, 1704, 

1705, 1803, 1804, 1805B. 

1903) .1937-41 


No. 1083— 2 Vs "—Replaces ICT-14A 

Chrysler (CZ, Cl. C3, C8, C9. Packard (1200 .1937 

CIO, Cl 1, 04. 05, 07, Packard (1601,1602) .1938 

Cl9,C20.C23.C24 1935-39 Packard (1701, 1702) . 1939 

No. 1084— 2*"—Replaces ICS-89 
Chrysler (C22, C25) .1939-40 

DeSoto (S6, S8).1939-41 Nash Lafayette.1939-40 

Dodge (All).1939-41 Plymouth (All).1939-41 

Dodge Trucks.1937-41 Plymouth Truck .... 1937-40 


(Pt. A- 1 1647). 


No. 1908 —Same as above, plus Housing and Wire 
Bail. 

No. 1917-1928-31 Coil-Dist. Wires (Pt. A-14302). 


FOR CHEVROLET 1933-41 

No. 2017—1933-36 — Universal Assembly for all 
passenger cars, Master and Standard. 


No. 1 922—1932 2-Bulb Headlight Wires and Tail 
Light Wires assembled to Switch Plate 
with complete Housing (Pt. 18-11647 
plus Housing and Wire Bail). 

No. 1931 —1933-36 Universal Headlight and Tail 
Light Wires assembled to Switch Plate 
with complete Housing. 

No. 1932—1937 Complete, Headlight and Tail Light 
Wires with Switch Plate and Housing. 
(Pt. 78-11653 and 81 A-14405). 


No. 2037— 1937—6 Cylinder (Pt. 1865540, 
1865875). 

No. 2039 —1938—All passenger cars (1867826, 
1867827). 

No. 2040 —1939—All passenger cars (Pt. 1873702). 
No. 2041 —1940—All passenger cars (Pt. 1878860). 
No. 2042 —1941—All passenger cars (Pt. 1882438). 
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CONNECTORS 




No. 984 —4 Contact Locking Type (Complete). Lock nut 
cable coupling. I.D. .450. Recommended for use 
with No. 994 cable. (Can also be used for 2 or 3 
circuits). 


No. 988 —4 Point All Metal Electric Coupling. Brass con¬ 
struction and dustproof when locked together. 
I.D. .500 inch (will spread for larger cable). 


For Truck and Trailer cables used with these connectors, please see page 12. 


HEADLIGHT RELAYS 


AND 


Heavy duty brass construction throughout to prevent 
corrosion and “freezing.” Has flange for attachment 
to truck body or frame, and socket cover to keep out 
dirt and moisture when disconnected. All strain on 
individual wirebinding screws is eliminated by use of 
tapered and split cable couplings with lock nuts on 
both ends. 


No. 984P —Plug only for No. 984 Connector. 

No. 985 —4 Contact Non-Locking Type (Complete). Same 
as No. 984, but without locking sleeve on trailer 
plug. 

No. 985P —Plug only for No. 985 Connector. 

No. 986 —6 Contact Locking Type (Complete). Lock nut 
cable coupling. I.D. .616. Recommended for use 
with No. 997 cable. (Can also be used for 5 
circuits). 

No. 986P —Plug only for No. 986 Connector. 

No. 987 —6 Contact Non-Locking Type (Complete). Same 
as No. 986, but without locking sleeve on trailer 
pJug. 

No. 987P —Plug only for No. 987 Connector. 


For Pleasure Car and Truck Trailers 


SINGLE HEADLIGHT RELAY 


No. 984 


t 

Lock Nut 


Double Headlight Relay for both upper and lower 
headlight beams, and for cars with two-circuit light 
systems. Installation requires only one mounting and 
connection of one unit instead of two when it is de¬ 
sired to connect relay to both filaments of headlights. 


No. 883 —Double Unit Headlight Relay with two standard 
fuses. Same mounting as other relays, but assem¬ 
bled with two fuses for greater safety to relay 
circuit and lights. (No cable or terminals fur¬ 
nished with this unit). 


No. 881 —Single Headlight Relay, to connect only one fila¬ 
ment of each headlight to battery cable starter 
connection. Complete with standard fuse, termi¬ 
nals and 6 Ft. of No. 572, No. 10 Ca. cable. 

No. 881A —Single Headlight Relay same as No. 881, but 
without terminals and cable. 


DOUBLE HEADLIGHT RELAY 


Willard Headlight Relays, 
and Cable Products, are packed in 


cartons. 
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RA/C 


R/2 


S/R 


S/S 


T/T T/W U/D/T 


No. 3—Angle Snap 
No. A /C/T—Angle Cage 
No. A/S/S—Spring Snap 
No. B/T—Thrust Type 
No. C 'T —Cage Type 
No. H /T—Hook Type 
No. P/R—Pressed Ring 


No. R 'A/C—R. Angle Cage 

No. R '2—Ring Type 

No. S/R—Split Ring 

No. S/S—Spring Snap 

No. T/T—Thrust Type 

No. T/W—Two-Way 

No. U/D/T—Univ. Distr. Ter. 


No. 

836 

863 

Screw 

864 

875 

Hole I.D. 

Size 

Thickness Ca. Cable 

Std. Pkg. 

825 

13/64" 

10 

.032" 

14-18 

100 

825A 

13/64" 

Ip 

.040" 

12-14 

100 

826 

11/64" 

8 

.032" 

14-18 

100 

826A 

13/64" 

10 

.032" 

14-18 

100 

827 

13/32" 

%" 

.040" 

10-12 

100 

827A 

17/32" 

W 

.040" 

10-12 

100 

828 

7/32" 

.040” 

10-12 

100 

829 

9/32" 

1/4 " 

.040" ■ 

12-18 

100 

830 

13/64" 

10 

.030" 

14-18 

100 

830A 

3/16" 

8 

.040" 

12-18 

100 

830B 

9/64" 

6 

.025" 

16-13 

100 

831 

3/16" 

8 

.030" 

14-18 

100 

833 

5/32" 

6 

.030" 

14-18 

100 

834 

7/32" 

10 

.050" 

6-10 

50 

835 

9/64" 

Rubber Sleeve 

18 

100 

835A 

836 

7/32" 

Coupler 

Rubber Sleeve 

.025" 

14-16 

14-18 

50 

100 

863 

Small Snap Terminal 

14 Ca. or 2- 

16 Ca. 

100 

864 

Large Snap Terminal 

12 Ca. or 2- 

16 Ca. 

100 

875 

Socket Contact Terminal 

14-16 

100 


WIRE CONNECTORS 


DISTRIBUTOR TERMINAL AND NIPPLES 




876 (Std. Pkg. 25) 877 

No ^6-Three Wire Connector—use with Nos. 863, 864. 
No. 877 Two Wire Connector—use wirh Nos. 863, 864. 

WIRING CLIPS AND STAPLES 


802 


801 


862A 


862 



No. 801 —7 MM Rubber Distr. Nipple (Std. Pkg. 100) 
No. 802 —7 MM Distributor Terminal (Std. Pkg. 100) 
No. 862A—7 MM Bakelite Distr. Nipple (Std. Pkg. 25) 
No. 862 —Bakelite Spark Plug Hood (Std. Pkg. 25) 


838 



839 


859 


No. 838—Flat Surface Push-on Clip (Std. Pkg 50) 

w , irin g CI ‘P. H/32" Hole (Std. Pkg. 50). 
No. 859—Fibre Insulated Staple (Std. Pkg. 100) 


■TERMINAL AND CABLE TOOLS- 


For WILLARD Terminals 



For RAJAH Terminals 


No. 1036—Ignition Terminal and Cable Pliers for cut¬ 
ting and stripping cable — crimps standard 
type terminals, swages snap terminals and 
compresses Spee-Dee Splice connectors and 
terminals. 



H/C Tool—Rajah Terminal Hand Crimping Tool. Cuts 
and strips 7 MM cable insulation. Bend 
exposed wires back, insert into terminal 
and compress with tool for positive con¬ 
nection. 
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SOLDERLESS PRIMARY TERMINALS 



No. 1800 
SOLDERLESS 
TERMINAL KIT 


No. 1800 kit cont£ins 
assorted sizes of 
solderless terminals 
and No. 1850 crimp¬ 
ing tool (see below) 
for quick, dependable 
installation on wires 
18 Ca. to 10 Ca. wire. 


3. A perfect elec¬ 
trical connection 
— no soldering 
necessary. 


1. Strip wire end 
and slip bared wire 
into full length of 
terminal barrel. 


2. Crimp with No. 
1850 Crimping 
Tool, white handle 
turned up. 


No. 1800 Kit Contents 

10—835 15—1827 50—1833 1 9 — 

5—835A 25—1829 25—1836 5—J 847 

50—1825 15—1830 25—1840 — i 8 . 50 

25—1826 15—1832 15—1842 1—Kit 

SOLDERLESS TERMINAL CRIMPING TOOL 


1829 


-A well balanced, sturdy hand tool—notched for 
crimping solderless terminals on all wire sizes from 
No. 18 to No. 10 Ca. Included in No. 1800 Kit 
(see above). 


1844 

Cable 

Gauge 

18-14 

18-14 

12-10 

18-14 

18-14 

12-10 

18-14 

18-14 

12-10 

12-10 

18-14 

12-10 


1827 

Stud 

Hole 

13/64" 
13/64" 
13/32" 
9/32" 
13/64" 
13/64" 
5/32" 
5/32" 
13/64" 
9/32" 
Connector 
Connector 


TERMINAL 
SERVICE KITS 


Thickness 

.032 

.032 

.040 

.032 

.032 

.040 

.032 

.032 

.040 

.040 


Illustration shows type of 
container used for Kits 
799 and 800. 


20-806 Term. 10-808ATerm. 30-814 Spice 

30-807 Term. 10-809 Term. 20-816 Splice 

10-807A Term. 10-810 Splice 10-819 Term. 

10-808 Term. 15-812 Splice 1-Metal Kit 

No. 800 WILLARD TERMINAL KIT 

(Use with Terminal Pliers No. 1036—see page 16) 

Contents 210 Parts 

24—801 12—823S 10—826 10—829 0—832 

50—802 12—824 10—827 10—830 10—833 

12—817 10—825A 15—828 15—831 1—Kit 

No. 820 RAJAH TERMINAL KIT 

(Use with H/C Crimping Tool—see page 16) 

Contents 375 Parts 

200—802 Dist. Term. 50—C/T Cage Term. 

30—B/T Thrust Term. 50—R/A/C Angle Term. 

25—S/R Split Ring Term. 1—Metal Kit 

DEALER TERMINAL SERVICE PACKAGES 


SPEE-DEE Cable Splice makes a perfectly insulated, resistance- 
free electrical connection. No soldering or tape required. 
Both splice and terminals save time and expense when replac¬ 
ing old wires or installing new electrical equipment. 

DIRECTIONS 

/ /k a. 1. Strip wires 3 A"— 

// My Strands should be 

// //? slightly fanned out 

and kept straight to 
insert into Splice. 

/JfY \ 2. Insert wires into 

/l/ * / Splice so strands will 

/ */ -x" mesh together; then 

^ give w > res slight twist. 
Jpr .AT 3. Compress tightly 

// ' n cen ^ er with ordi- 

J&y nary pliers to lock 

wires inside Splice 


W SERVICE KITS 




No. 865—SPARK PLUG 
TERMINAL PACKAGE 


Contents 73 Parts 

6—817 6—832 

24—823S 12—824 25—802 

No. 866—PRIMARY TERMINAL PACKAGE 

Contents 55 Parts 

5—825 5—826 5—828 5—830 5—833 

i 0—825A 5—827 5—829 5—831 5—836 

No. 867—RAJAH SPARK PLUG TERMINAL PACKAGE 


Contents 48 Parts 

12—A/C/T Angle Cage 12—S/R Split Ring 

1 2—C/T Cage Type 1 2—R/A/t Right Angle 



(Standard Package 50) 


No. 806 — 5/32" Ring Term. 
No. 807 —1 3/64" Ring Term. 
No. 807A— 1/4" Rir^g Term. 
No. 808 —13/32" Ring Term. 
No. 808A—13/64" Spd. Term 


No. 809 —Small Snap Term. 
No. 810 —10 Ca. Splice 
No. 812 —12Ca. Slice 
No. 81i4 —14 Ga. Splice 
No. 816 —16-18 Ca. Splice 


No. 819 —Large Snap Terminal 
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i BATTERY TERMINALS 



SPLIT BARREL TYPE 


FITZ-ALL ELBOW TYPE 


FITZ-ALL ANGLE TYPE 








No. 75 

Neg. 

1 and 2 

25 

No. 76 

Pos. 

1 and 2 

25 

No. 81 

Univ. 

1 and 2 

25 

No. 87 

Univ. 

1/0—2/0 

25 


STRAIGHT RAISED BARREL 
TYPE 


No. 7T Pos. 1 and 2 Ca. (Pkg. 25) 


For 

Part Function Cable Ca. Std. Pkg. 


No. 86 

Pos. 

1 and 2 

25 

No. 91 

Neg. 

1 and 2 

25 

No. 96 

Univ. 

1 and 2 

25 

No. 88 

Pos. 

1/0 

25 

No. 89 

Neg. 

1/0 

25 

No. 79 

Univ. 

1/0 

25 

No. 88A 

Pos. 

2/0—3/0 

10 

No. 89A 

Neg. 

2/0—3/0 

10 


CLOSED BARREL TYPE 


For 

Part Function Cable Ca. Std. Pkg. 


No. 85 

Pos. 

1 and 2 

25 

No. 90 

Neg. 

1 and 2 

25 

No. 95 

Univ. 

1 and 2 

25 


STRAIGHT CLOSED BARREL 
TYPE 


For Std. 
Part_Function Cable Ca. Pkg. 


No. 94 Univ. (Light) 1 and 2 25 
No. 82 Univ. (Heavy) 1 and 2 25 
No. 82A Univ. (Heavy) 0 25 

STRAIGHT SPLIT BARREL 
TYPE 


For 

Part Function Cable Ca. Std. Pkg. 


No. 63—Universal, 1 Ca. (Pkg. 25) 

TERMINAL BOLTS AND 
NUTS 


No. 100—5/16"xl W' Bolt and Nut 
(Standard Pkg. 100). 

No. 101—5/16” Nut Only (Pkg. 100) 
No. 200—5/16”xl V 2 " Bolt and Nut 
(Standard Pkg. 100). 

FOR CHRYSLER PRODUCTS 


No. 80—Univ. R./L., 1 and 2 Ca. 
(Standard Pkg. 25). 

SOLDERLESS SERVICE 
TERMINAL 


No. 98—Univ. Clamp-on Type (Pkg. 25) 

Also supplied on 12-Terminal Counter 
Display Card (see below). 


No. 98C—Card of 12 No. 98 Terms. 

WING NUT RADIO 
TERMINALS 


O 

No. 102—5/16” Nut Only (Pkg. 100) 

WING NUT TERMINAL AND 
LUG 

For Truck and Bus battery connections 


790 

No. 791—Wing Nut Terminal (Pkg. 10) 
No. 790—Lug for No. 791 (Pkg. 10) 

BATTERY POST SHIMS 


No. 1040 


No. 1040—Pkg. of 25 
Shims. 


BRASS TERMINAL 

No. 66—Univ. Clamp-on (Pkg. 25) 


LEAD TERMINAL 

No. 65—Univ. Burn-on (Pkg. 25) 


WILLARD 

BATTERY TERMINALS 


COPPER CABLE LUGS (fJf“"~'|FOR STARTING CABLE 


Tube 

Tube 



Stud 

Amp. 

Cable 

No. 

I.D. 

O.D. 

Length 

Width 

Hole 

Cap. 

Ca. 

296 

.688 

13/16” 

2-5/8” 

1-3/16” 

17/32” 

250 

4/0 

296S 

.688 

13/16” 

2-578” 

1-3/16” 

13/32” 

250 

4/0 

297 

.559 

11/16” 

2-9/32” 

1 -1/64” 

17/32" 

225 

3/0 

297S 

.559 

11/16" 

2-9/32" 

1-1/64” 

13/32” 

225 

3/0 

297A 

.511 

5/8” 

2-1/8” 

29/32" 

17/32" 

175 

00 

297AS 

.511 

5/8” 

2-1/8” 

29/32" 

13/32" 

175 

00 

299 

.461 

9/16” 

2” 

13/16” 

13/32" 

150 

0 

299A 

.407 

1/2” 

1 -3/4” 

23/32” 

13/32” 

125 

1 

299AS 

.407 

1/2” 

1-3/4” 

23/32" 

11/32" 

125 

1 

300 

.407 

15/32” 

1-3/4” 

11/16" 

13/32" 

110 

2 

301 

.360 

7/16" 

1-9/16” 

5/8” 

13/32” 

90 

3 or 4 

302 

.286 

3/8" 

1-11/32” 

17/32” 

9/32” 

70 

6 

308 

.232 

5/16" 

1-13/64” 

7/16" 

13/64" 

50 

6 

309 

.186 

1/4” 

1-1/32” 

3/8" 

13/64” 

35 

8 
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Hold Down for Ford and Chevrolet 



UNIVERSAL HOLD DOWN 

For Replacement On All Cars 

■,» , qj --^ir -•! 


(Patent Applied For) 


No. 216—For replacement on Ford 1933-36, 1939-41 De- 
Luxe and Mercury. Pt. No. 40-5165A. Size 10%"x 
7 3 /s" I.D. (Standard package 10). 

No. 214—For replacement on Ford 1937-38 and 1939 
Standard (same as No. 216, but with locking lug on 
side). Pt. No. 78-5165. Size 105/ 8 "x73/ 8 " I.D. 
(Standard package 10). 


No. 220- 


-For replacement on Chevrolet 1940-41. Pt. No. 
3653224. Size 9!/ 4 "x7i/ 4 " I.D. (Std. Pkg. 10). 


Hold Down for Chrysler, DeSoto, Dodge and 
Plymouth 




No. 223—Universal Hold Down for service on all batteries, 
whether conventional type or end-to-end assembly. 
May be formed quickly and easily by hand. 

To form Hold Down on battery, start with stationary hold 
down lug at corner of battery just left of position where first 
bolt loop is required, and form around battery (FIG. 1). Fit 
corner lugs to battery and make sharp bends in Hold Down 
strap. Thread strap through slot in corner lug (FIC. 2). Cut 
off surplus length if necessary, and bend strap back to lock 
(FIC. 3), completing assembly. (Standard package 10). 



No. 217—For replacement on Chrysler 1935-40, DeSoto 1938- 
40, and radio-equipped Dodge and Plymouth 
1935-40. Pt. No. 731272 —Size 10i/ 2 "x7-5/16" 
I.D. (Standard package 10). 

No. 218—For replacement on DeSoto 1935-37, Dodge and 
Plymouth 1935-40. Pt. No. 731270—Size 9W'x 
7-5/16" I.D. (Standard package 10). 

For 1941 Plymouth, Dodge, Chrysler and DeSoto use 
Universal Hold Down No. 223 (see above, right). 


Hold Down for Buick, Pontiac and 
Oldsmobile 



No. 219- 


UNIVERSAL BATTERY BOX 

(Patent Applied For) 



Z] 


E7 


1L 


No. 326—Universal Battery Box for conventional type bat¬ 
teries, complete with bolts, nuts and washers. 
Assembled in one piece with swivel base which can 
be swung lengthwise or crosswise on hanger strap 
to fit battery in car. (Standard package 10). 


No. 330 BATTERY SERVICE 
MERCHANDISER 

• Hold Down Bolts 

• Hold Downs 

• Battery Boxes 

With attractive, convenient metal 
Wall Display Rack. 8" high, 
10W' wide, 9" deep. 


-Long Type for replacement on Buick, 1938-41; 
Pontiac, 1938-41; and Oldsmobile, 1938-41. Size 
19-7/16"x4i4" I.D. (Standard package 10). 

HOLD DOWN BOLT 


No. 225—5/16"xl 1" long Hold Down Bolt and Wing Nut. 
(Standard package 25). 



—No. 214 
—No. 216 
—No. 217 
—No. 218 
—No. 219 
—No. 220 
:—No. 225 
Bolts 

2—No. 326 
tery Box 
1—No. 223 
Down 


CONTENTS 

Hold Down 
Hold Down 
Hold Down 
Hold Down 
Hold Down 
Hold Down 
Hold Down 


Universal Bat- 
Universal Hold 
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Speedex cable stripper saves time and 
work. Strips insulation and cuts solid 
or stranded wire. Three tools accom¬ 
modate wire sizes 22 ga. up to 10 ga. 
Place wire in stripping jaws, compress 
handles and job is done. Hardened steel 
jaws and cutting blades; springs made 
of best quality music wire; all nickel 
screws case hardened and tool finished 
in dull nickel. 

No. 6802—For 16-18-20-22 Ga. Cable. 
No. 1468—For 14-16-18 Ga. Cable. 

No. 1024—For 10-12-14 Ga. Cable. 

No. 1034—Cutting Blade only. Please 
designate which of above 
tools blade is intended for. 


EYELET TERMINAL AND 
CRIMPING TOOL 


if 

No. 1054.5 Amp. %" Jaw Spread 

No. 1055.10 Amp. 1 / 2 " Jaw Spread 

No. 1056.25 Amp. 1" Jaw Spread 

No. 1057.50 Amp. 1 W' Jaw Spread 


SHURO BATTERY 
CONNECTOR 


For emergency car starting service 
No. 472—6 Ft. No. 0 Ga. Cable with 
Heavy Duty Universal Termi¬ 
nal and 200 Amp. Clip (2 
Cables Required). 

No. 474—Same as above, except 10 Ft. 

long and made of No. 00 Ca. 
Cable. 


BATTERY CARRIERS 

600 Pound Tensile Strength Straps 



No. 1050—Shuro Connector makes a 
positive connection between 
batteries being charged in 
series. Constructed to give 
long service and to transmit 
full charge without leakage. 
(Standard package 10). 



No. 1037—Eyelet Crimping Tool de¬ 
signed to crimp No. 1038 
Eyelet Terminal to cable or 
wire. 

No. 1038—Eyelet Terminal used with 
No. 1037 Crimping Tool 
(Standard package 100). 


BATTERY SERVICE PLIERS 


No. 1046—Carrier for conventional type 
batteries. 


No. 1058- 


-Carrier (same as No. 1046). 
For long type batteries. 



SCREW TYPE CONNECTOR 



No. 1051- 


-Has cable lead from side. 
(Standard package 10). 



No. 1048—Carrier with offset lugs for 
conventional type batteries. 


No. 1059- 


-Carrier (same as No. 1048). 
For long type batteries. 


No. 1044—(7 inch) special 

steel Battery Service Pliers. 




No. 1049—Wing Nut Type, with cable 
lead from top. (Standard 
package 10). 



UNIVERSAL TYPE 

No. 1066—Carrier. Designed to service 
either conventional type or 
end-to-end assembly battery. 


No. 1045—8 inch Pliers for Terminal 
Nut. Also used as Terminal 
Lifter—Spreader—Cleaner— 
Hammer—Spanner Wrench. 


CABLE SERVICE WRENCH 



No. 1043—5 inch Wrench for removing 
or installing cable. 
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SERVICE LIGHTS, DROP LIGHTS W PARTS 



FOLDING END LAMP GUARDS 



661P 665 663R 


Patented Folding End Guards with Reflector. Top end of 
Guard can be opened and closed instantly—without tools— 
for changing cr cleaning bulb. 

No. 661 R—Durable medium weight Guard—5V 2 " over all. 

No. 663R—Heavy all welded Guard—5 Vi" over all. 

No. 665 —Mill type Guard—4Vi" over all. 


HANDLE AND GUARD 



No. 643 —Handle with Strain Relief Socket and No. 663R 
patented Folding End Guard. 

No. 643S—Handle same as No. 643, but with Switch. 



No. 


649 —Handle with Strain Relief Socket, Switch, 
ceptacle and No. 663R Folding End Guard. 


Re- 


HANDLE AND GUARD WITH SWITCH 
AND RECEPTACLE 


HANDLES ONLY 


No. 647 —Handle only, with Strain Relief Socket. 

No. 647S—Handle same as No. 647, but with Switch. 

No. 648 —Handle same as No. 647, but with Protected 
Switch and Receptacle for electric tools. 



PLUGS AND SOCKETS 


679 680 681 

No. 679—Female Plug. 

No. 680—Plain Brass Socket. 
No. 681—Switch Brass Socket. 


682 642 646 

No. 682—Female Connector 
No. 642—Large Rubber Plug. 
No. 646—Small Rubber Plug. 


6-VOLT SOLDERING TOOL 



No. 1060—6 Volt Soldering Tool and Terminal Remover. 

(Two 5 Ft. leads of 8 Ga. cable). Handy for 
soldering jobs around the car—operates from 
storage battery. Connect clips to battery termi¬ 
nals—or to ground and any unfused “hot” lead 
wire under hood or dash. To loosen terminal nut 
attach clip to opposite terminal. 

No. 1061—Carbon Electrode Replacement for No. 1060. 


TOOL AND LIGHT EXTENSION 



No. 650—25 Ft. Heavy Duty Assembly—.406 O.D., No. 16 Ga. 

approved cord. Heavy Type 663R Folding End 
Guard with Reflector. Handle with Strain Relief 
Socket, Protected Switch and Electric Tool Re¬ 
ceptacle. Plug with “Hold-Tight” prongs. 


HEAVY DUTY DROP LIGHT ASSEMBLIES 



No. 644 —25 Ft. Heavy Duty Assembly—16 Ga. No. 592 ap¬ 
proved cord (.406 O. D.). Heavy Type 663R Fold¬ 
ing End Guard with Reflector. Handle with Strain 
Relief Socket. Sturdy plug has “Hold-Tight 
prongs. 

No. 641 —50 Ft. Assembly. Otherwise same as No. 644. 



No. 641S—50 Ft. Assembly, with Switch in handle. 


STANDARD DROP LIGHT ASSEMBLIES 



No. 640 —25 Ft. Assembly—18 Ga. No. 591 Approved 
Cord (.391 O. D.). Type 661R Guard with Reflec¬ 
tor. Handle with Strain Relief Socket. Sturdy 
“Hold-Tight” plug. 

No. 640S—Same as 640, but with Switch in handle. 


EXTENSION CORD ASSEMBLIES 



No. 645 —25 Ft. Extension—16 Ga. No. 593 Cord (.406 
O. D.), with Plug and Electric Tool Receptacle. 

No. 645A—25 Ft. Extension for Battery Fast Charger—10 
Ga. Cord with Plug and Electric Tool Receptacle. 


6-VOLT SERVICE LIGHTS 



Easily connected on most cars by attaching one clip to battery 
cable connection at starting motor, and grounding other clip. 
May also be attached direct to battery posts. 

No. 666—15 Ft. No. 18 gauge insulated cord, (.375 O. D.). 

Patented Folding End Guard with Reflector. Handle 
with Strain Relief Socket. Reinforcement yoke with 
tubing over wires. Complete with clips and 6 volt, 
25 watt bulb. 

No. 667—25 Ft. No. 14 gauge insulated cord, (.395 O. D.). 
Otherwise same as No. 666. 
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TZeftUcemettt for PASSENGER CAR 

BATTERY CABLES - SPARK PLUG CABLE SETS 


BATTERY CABLES 


CAR AND MODEL 


Function 


Type 


Length 


Univ. 
Line No. 


Repl. 
Line No. 


ICNITION SETS 


Year 


\MERICAN BANTAM 

1940-41..All .Pos.-Sw. 

1938-41.. All .Neg.-Cr. 

1938-39..All .Pos.-Sw. 

\UBURN- 


LI -1-15 
US-2-7 
LI-1-19 


1938-41 


All 


^AUSTIN -—- 

1930-35..All .Pos.-Sw. 

All .Neg.-Cr. 

) BUICK- 



Strap 

13%" 

LS-2-14 


Strap 

11" 

LS-2-11 


Ins. 

26" 

LI -1-20 


Ins. 

58" 

L i-1-58 


1929-36 


o.» 1 1 


UI-1-19 
L'S-2-7 


1930-35 


55i| 


1938-46.. All . 


Ins. 

14%" 

LI-1-15 

All but 60, 80, 90_ 


Strap 

13 % " 

LS-2-14 

60, 70, 80, 90.. 


Strap 

11" 

LS-2-11 

1937.40, 60. 


Ins. 

58" 

LI-1-58 

1936-37.. ’37—80, 90, ’36—All. 


Ins. 

49" 

LI-1-49 

1936-37..All . 


Strap 

8%" 

US-2-9 

1934-35..40 . 


Ins. 

49" 

LI-1-49 

40 . 


Strap 

8 %" 

US-2-9 

1933-35..50 . 

.Pos. -Sw. 

Ins. 

58" 

UI-1-58 

50 . 


Strap 

11" 

LS-2-11 

60, 80, 90. 


Ins. 

49" 

LI-1-49 

60, 80, 90. 

.Neg.-Cr. 

Straps 

8%" 

US-2-9 

1931-32..50 . 

.Pos. -Sw. 

Ins. 

49" 

UI-1-49 

60, 80, 90. 


Ins. 

26" 

LI -1-26 

All . 


Strap 

8%" 

LS-2-9 

1930-42..All . 


Strap 

6%" 



1936-46 

1930-36 


ES-4-7 


CADILLAC 


1946.All . 




Ins. 

14%" 

LI-1-15 


1941-46 

V-8 

557 

60S, 62. 




Strap 

16%" 

LS-2-17 


1938-40 

V-8 

556 

61, 63, 75. 




Strap 

11" 

LS-2-11 


1936-37 

V-8 

557 

1942.61, 63, 67, 75. 




Strap 

13%" 

LS-2-14 


1934-35 

V-8 

556 

1939-42. .60S, 61, 90, ’42-62... 



Strap 

16%" 

LS-2-17 



12-16 

★ 

1939-41 . .’40-62, 72, ’41-62, 

63, 

67, 75. 

.. Pos. -Cr. 

Strap 

11" 

LS-2-11 





1939-42..’39-75, ’40-75, ’41 

All, 

’42-All. 


Ins. 

H%" 

LI-1-15 





1940.90 . 




Ins. 

26" 

UI -1-26 





62, 72. 




Ins. 

49" 

UI -1—40 





1938-40.. ’38-60,60S, 65,75, ’39-60S, 61,40-60S.. 

.. Neg.-Sw. 

Ins. 

19" 

UI -1-10 





’38-90, ’39-75, 90, 

’40-75. 

.. Pos. -Cr. 

Strap 

13%" 

LS-2-14 





1938-39..90 . 




Ins. 

49" 

LI-1-40 





1938.60, 60S, 65, 75.... 



.. Pos.-Cr. 

Strap 

8%" 

LS-2-0 





1932-37..All . 




Strap 

13%" 

US-2-14 





1936-37..V8, All but 60. 



.. Neg.-Sw. 

Ins. 

73 %" 

LI-0-74 





60 . 



.. Neg.-Sw. 

Ins. 

58" 

LI-1-58 





1934-37..All but ’36-37 V-8. 



.. Neg.-Sw. 

Ins. 

38" 

LI-1-38 





1938-42..All . 



.. Eng.-Fr.-Gr. 

Strap 

14" 


ES-4-14 















1940-46.. All . 



.. Pos. -Sw. 

Ins. 

12%" 

LI-1-15 

El-1-13 

1929-46 

6 

517 




Neg.-Cr. 

Strap 

16%" 

LS-2-17 





1937-39..All . 



.. Pos.-Sw. 

Ins. 

37 %" 

LI-1-38 

El-1-38 




1935-39..All but ’36 Std. 



.. Neg.-Cr. 

Strap 

11" 

US-2-11. 





1925-36..All but ’35, ’36 Std. 



.. Pos. -Sw. 

Ins. 

26" 

LI -1-2*1 





1936.Std. 



.. Pos. -Sw. 

Ins. 

31" 

LI-1-31 





Std. 



. .Neg.-Cr. 

Strap 

13%" 

LS-2-14 





1935.Std. 



.. Pos. -Sw. 

Ins. 

49" 

LI-1-40 





1930-33..All Std. Battery.... 



.. Neg.-Cr. 

Strap 

13%" 

US-2-14 





1925-34.. All . 



.. Neg.-Cr. 

Strap 

6%" 

US-2-7 





1933-36..All . 



.. Eng.-Fr.-Gr. 

Strap 

6%" 


ES-4-7 




1925-28..All . 



..St.-Sw. 

Ins. 

14" 


EI-1-14S 




1940-46..All . 



,. Pos. -Cr. 

Ins. 

26" 

LI-1-26 

El-1-27 

1934-46 

6 

553 

1946.All 6, 8. 



. Neg.-Sw. 

Ins. 

38" 

LI-1-38 

• 

i 

1933-46 

8 

557 

1942.All 6. 



. Neg.-Sw. 

Ins. 

26" 

LI-1-26 

| 




1941-42..’41 All, ’42-8. 



,. Neg.-Sw. 

Ins. 

31" 

1 1-1-31 

1 




1940.8-C26, 6-C25. 



, . Neg.-Sw. 

Ins. 

58" 

LI-1-58 





8-C27 . 



, . Neg.-Sw. 

Ins. 

65" 

UI -0-65 





(Continued on Following Page) 












★ No Replacement Set Available. 

Re-wire 

Using No. 870 

Kit (See Page 8). 
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1941-46 6 554 

1932-46 V-8 544 


Pos. -Cr. 

Strap 

16 1 / 2 " 

IS-2-17 


Neg.-Sw. 

Ins. 

31" 

LI-1-31 


Pos. -Cr. 

Strap 

6 1 / 2 " 

LS-2-7 


Neg.-Sw. 

Ins. 

131/2" 

LI-1-15 

El -1-14 

Pos. -Cr. 

Strap 

8 1 / 2 " 

LS-2-0 


Neg.-Sw. 

Ins. 

131/2" 

LI-1-15 

El-1-14 

Neg.-Sw. 

Ins. 

17%" 

LI-1-10 

El-1-18 

Pos. -Cr. 

Strap 

11" 

LS-2-11 


Neg.-Sw. 

Ins. 

261/2" 


El -1-26 

Pos. -Cr. 

Strap 

135/s" 

LS-2-14 


Neg.-Sw. 

Ins. 

26" 

LI-1-26 


Pos. -Cr. 

Strap 

13%" 

LS-2-14 


Neg.-Sw. 

Ins. 

26" 

LI-1-26 



1932-46 


553 


1932-33..All 6, 8. 

1932-34..All 6. 

1932- 33..All 8. 

FORD- 

1941-46..All 6. 

All 6. 

1940-46..All V-8 (Pt. 91A-14350) 

All V-8. 

1937-39..All . 

1939.85 DeLuxe. 

1937-39..All but ’39 DeLuxe. 

1935-36..48, 50, 67, 68. 

48, 50, 67, 68. 

51 . 

51 . 

1933- 34.. All . 

All . 

(Continued on Following Page) 


DeSOTO 


1940-46. .All 

1946.All 

1942.All 

1941.All 

1940.All 

1938-39..’35 

1939.All 

1939.All 

1937.All 

1937-38.. All 
1932-36.. All 

1936.All 

1934-35.. All 
1932-33.. All 


39 with Over Drive 


’38 All, 


less Over Drive 


DODGE 


1940-46. .All 

1946.All 

1942.All 

1941.All 

1940.All 

1935-39.. All 

1938.All 

1935-39.. All 

1936.All 

1934.All 


but ’38. 


but ’36. 


BATTERY CABLES 


Univ. 

Type Length Line No. 


Repl. 
Line No. 


Pos. -Cr. 
Neg.-Sw. 
Pos. -Cr. 
Neg.-Sw. 
Pos. -Cr. 
Neg.-Sw. 
Pos. -Cr. 
Neg.-Sw. 
Pos. -Cr. 
Neg.-Sw. 
Pos. -Cr. 
Pos. -Cr. 
Neg.-Sw. 
Neg.-Sw. 
Pos. -Cr. 
Neg.-Sw. 
Pos. -Cr. 
Pos. Cr. 
Neg.-Sw. 


Ins. 

Ins. 

Ins. 

Ins. 

Ins. 

Ins. 

Ins. 

Ins. 

Ins. 

Ins. 

Ins. 

Ins. 

Ins. 

Ins. 

Ins. 

Ins. 

Ins. 

Ins. 

Ins. 


38" 

731 / 2 " 

42" 

65" 

31" 

58" 

38" 

731 / 2 " 

42" 

65" 

38" 

42" 

58" 

65" 

38" 

49" 

42" 

38" 

65" 


III -1-38 
IT I-0-74 
I I -1-42 
UI-0-65 
L I-1-31 
1 1-1-58 
L I-1-38 
III -0-74 
LI-1-42 
LI-0-85 
LI-1-38 
LI-1-42 
I 1-1-58 
L I-0-65 
LI-1-38 
LI-1-40 
LI-1-42 
LI-1-38 
LI-0-65 


Pos. -Sw. 
Neg.-Cr. 
St.-Sw. 


Ins. 

Strap 

Ins. 


LI-1-38 
LI-1-26 
LI-1-31 
LI-1-58 
LI-1-38 
LI-1-42 
LI-0-65 
III-1-42 
I 1-1-58 
LI-1-38 
VI-0-65 
LI-1-58 
LI-1-42 


Pos. -Cr. 

Neg.-Sw. 

Neg.-Sw. 

Neg.-Sw. 

Neg.-Sw. 

Pos. -Cr. 

Pos. -Cr. 

Neg.-Sw. 

Neg.-Sw. 

Pos. -Cr. 

Pos. -Cr. 

Neg.-Sw. 

Pos. -Cr. 

Neg.-Sw. 

Neg.-Sw. 


Ins. 

Ins. 

Ins. 

Ins. 

Ins. 

Ins. 

Ins. 

Ins. 

Ins. 

Ins. 

Ins. 

Ins. 

Ins. 

Ins. 

Ins. 


26" 

141/2" 

26" 

31" 

65" 

42" 

38" 

58" 

65" 

38" 

31" 

42" 

42" 

49" 

58" 


LI-1-15 
LI-1-26 
LI-1-31 
VI -0-65 
LI-1-42 
LI-1-38 
LI-1-58 
LI-0-65 
LI -1-38 
LI-1-31 
LI-1-42 
LI-1-42 
LI-1-40 
LI-1-58 


SETS 


IGNITION 


Cyl 


No 


Year 


1933-46 


553 


CAR AND MODEL 


CHRYSLER 

1938-39 


(Cont’d.) 

.’39 with O.D., ’38 Royal 6, Imp. 8 

Cust. Imp. 8. 

.6, 8 Less Over Drive. 

Imp. 8, Royal 6. 

.Cust. Imp. 8. 

.Imp. 8, Royal 6. 

.Cust. 8. 

Cust. 8. 

.’37 Royal 6, Imp. 8, ’36 A.F. 8... 

.A.S. 6, A.F. 8. 

. A.S. 6, 8. 

.A.F. 8, Imp. 8, Cust. 8. 

.A.F., Imp., Cust. 8. 

A.S. 6, 8. 

.All 6. 

.Royal 6, 8. 

.Cust., Imp. 8. 

6, Royal 8. 

Cust. Imp. 8. 


1939 


1938.. . 
1937-38 

1937.. . 


1936-37 

1936... 

1935-36 

1934-35 

1932-35 


1934... 

1932-34 

1932-33 


CROSLEY- 

1940-41 


.All 


Function 


26" 

135/8" 

22 " 


LI-1-26 
IS-2-14 

El-1-22 


Pos. -Cr. 
Neg.-Sw. 
Neg.-Sw. 
Neg.-Sw. 
Neg.-Sw. 
Pos. -Cr. 
Pos. -Cr. 
Neg.-Sw. 
Pos. -Cr. 
Neg.-Sw. 
Pos. -Cr. 
Neg.-Sw. 
Neg.-Sw. 
Neg.-Sw. 


Ins. 

Ins. 

Ins. 

Ins. 

Ins. 

Ins. 

Ins. 

Ins. 

Ins. 

Ins. 

Ins. 

Ins. 

Ins. 

Ins. 




557 


1934-46 

1933-46 


if No Replacement Set Available. Re-wire Using No. 870 Kit (See Page 8). 
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V, 


I 


BATTEKY CABLES 


IGNITION SETS 


CAR AND MODEL 


Function 

Type 

Length 

Univ. Repl. 

Line No. Line No. 

Year 

No. 

Cyl. 

Set 

No.| 

FORD (Contd.) 









1933-36..40, 46, 51 . 


... Ps.-Gr.-Un. Jt. 

Strap 

I 6 I/ 2 " 

US-2-17 

1941-46 

6 

554 

1932. D, 18. 



Strap 

11 " 

US-2-11 

1932-46 

V-8 

544 

B, 18. 



Ins. 

26" 

UI -1-2(5 




1928-31 . .A, AA. 



Strap 

61/z" 

US-2-7 




1928-31..A, AA. 



Ins. 

19" 

UI-1-19 




1920-27..T, TT. 



Ins. 

31" 

UI -1-31 




T, TT. 



Strap 

61 / 2 " 

US-2-7 




1937-36..All V-8. 



Strap 

61 / 2 " 

ES-4-7 




All V-8. 



Ins. 

22 " 

El-1-22 




1932-36.. 18, 40, 48, 50, 67, 68 . 


... St.-Sw. 

Ins. 

32" 

El -1-32 













1930-34.. All . 



Strap 

8 1 / 2 " 

US-2-0 




All . 



Ins. 

58" 

UI-1-58 













1947 . iF-47 . 



Ins. 

19" 

UI-1-10 

1947 - 

6 

554 

F-47 . 



Ins. 

26" 

UI-1-20 




F-47 . 

rDAUAM 



Strap 

8" 

ES-4-8 













1941 . All . 



Strap 

13%" 

US-2-14 



★ 

All . 



Ins. 

49" 

UI-1-40 




1938-40.. All . 



Ins. 

31" 

UI-1-31 




All . 



Ins. 

19" 

UI-1-10 




1928-37.. All . 



Strap 

11" 

US-2-11 




All . 



Ins. 

4;" 

UI -1-40 




1933-37.. All . 



Strap 

6 I/ 2 " 

ES-4-7 





HUDSON- 


1941-46..All . 


Strap 

8 1 / 2 " 

US-2-0 

1940-42 

6 

»S3 ||l| 

1940.All . 


Strap 

16 / 2 " 

US-2-17 

1938-42 

8 

550 „ 

1940-46..All Except 20. 


Ins. 

38" 

UI-1-38 

1935-39 

6 

554 ‘}ffl 

1937-39.. 112 . 


Strap 

11 " 

US-2-11 




112 . 


Ins. 

19" 

UI-1-10 




All but 112. 


Strap 

16 1 / 2 " 

US-2-17 





All but 112.Neg.-Sw. 

1934-36..All .?os.-Cr. 

1934-36..All .Neg.-Sw. 

1930-33..All .Neg.-Gr. 

1930-33..All .Pos.-Sw. 

1932-42..All .Eng.-Fr.-Gr. 

HUPMOBILE- 


UI-1-20 
US-2-11 
UI-1-20 
US-2-9 
UI-1-42 


1940.All . 


Strap 

13%" 

US-2-14 


Neg.-Sw. 

Ins. 

58" 

UI-1-58 

1937-39.. All . 


Strap 

8 1 / 2 " 

US-2-0 

1938-39..All 6 . 


Ins. 

49" 

I 1-1-40 

1937-39..All 8 . 


Ins. 

65" 

UI-0-65 

1928-37.. All . 


Strap 

11 " 

US-2-11 

1931-37..222L, 321, 421J, 521J. 518, 521, 

618, 621, 718. 


Ins. 

42" 

UI -1-42 

1933-35. .326, 426, 427, 527. 


Ins. 

65" 

UI-0-05 

1933-34..322, 422. 


Ins. 

49" 

UI -1-40 

1930-35..216, 316, 417, 517, SI, S2, C, H, U.. 

. . Neg.-Sw. 

Ins. 

31" 

UI-1-31 

1934-36.. All . 


Strap 

8 " 



1934-40 


ES-4-8 


KAISER- 

1947. 


K-100 


LaFAYETTE- 

1941. 


All 

All 


1936-38.. All 


1935. 

1934. 


.All 


.Pos. -Gr. 
.Neg.-Sw. 
.Eng.-Fr.-Gr. 

Ins. 

Ins. 

Strap 

19" 

26" 

8 " 

UI-1-10 
UI -1 -26 

ES-4-8 

. Pos. -Gr. 

Strap 

8 1 / 2 " 

US-2-0 


. Neg.-Sw. 

Ins. 

49" 

UI-1-40 


. Pos. -Gr. 

Strap 

6 Vz" 

US-2-7 


. Pos. -Gr. 

Ins 

31" 

UI-1-31 


. Neg.-Sw. 

Ins. 

58" 

UI -1-58 


. Pos. -Gr. 

Ins. 

19" 

UI-1-10 


. Neg.-Sw. 

Ins. 

42" 

UI-1-42 


. Neg.-Sw. 

Ins. 

49" 

UI -1-40 


. Eng.-Fr.-Gr. 

Strap 

8 " 


ES-4-8 

.St.-Sw. 

Ins. 

32" 


El-1-32 


1947 - 


1934-41 


LaSALLE- 

1939-41..All .Pos.-Gr. 

1941.All .Neg.-Sw. 

1940.All .Neg.-Sw. 

1939.All .Neg.-Sw. 

1938.All .Neg.-Sw. 

(Continued on Following Page) 


if No Replacement Set Available. Re-wire Using No. 870 Kit (See Page 8)- 


mu 

WK 
ya 
• vy 


554 


Strap 

11" 

US-2-11 

1941 

8 

557 

Ins. 

141 / 2 " 

UI -1-15 

1938-40 

8 

556 

Ins. 

49" 

UI-1-40 

1937 

8 

557 

ins. 

58" 

UI -1-58 




Ins. 

19" 

UI-1-10 
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BATTERY CABLES 


Ins. 

Strap 

Strap 

Strap 

Strap 

Ins. 

Strap 

Strap 


65" 

8 1/2" 
135 / 8 " 
6 V 2 " 
13%" 
26" 
11 " 
14" 


1942-46 
1936 - 

All others 


1933-46 

1933-46 


1942-46 

1946 

1937-41 

1940-42 

1935-39 

All others 


6 553 

6 553 

6-8 ★ 


6 553 

8 557 


6 554 

8 557 

6 553 

8 556 

8 557 

★ 


Neg.-Sw. 
Pos. -Cr. 
Pos. -Cr. 
Pos. -Cr. 
Pos. -Cr. 
Neg.-Sw. 
Pos. -Cr. 
Eng.-Fr.-Gr. 


UI-0-65 

US-iI-9 

IS-3-14 

IS-2-7 

US-2-14 

UI-1-2G 

US-2-11 

ES-4-14 


1946 Zephyr * ; 

1938-42 Zephyr 554(2) } 


UI-1-19 
US-2-17 
UI-1-15 
I 1-0-74 
UI-1-26 
l 1-1-42 
US-2-14 


El 


- 1-22 


V -8 


544 


1939-42 


US-2-7 
US-2-0 

UI-1-15 El-1-14 


Strap 

8 V 2 " 

Ins. 

49" 

Ins. 

58" 

Strap 

11 " 

Ins. 

65" 

Ins. 

31" 

Ins. 

49" 

Ins. 

58" 

Ins. 

58" 

Ins. 

42" 

Ins. 

58" 

Ins. 

49" 

Ins. 

49" 

Ins. 

38" 

Ins. 

19" 

Ins. 

38" 

Ins. 

58" 

Ins. 

32" 

Strap 

8 " 

Ins. 

22 " 

Ins. 

19" 

Ins. 

19" 

Ins. 

26" 

Ins. 

58" 

Ins. 

26" 

Strap 

11 " 

Strap 

6 1 / 2 " 


Ins. 

26" 

Ins. 

26" 

Strap 

8 V 2 " 

Ins. 

58" 

Ins. 

65" 

Strap 

8 V 2 " 

Ins. 

65" 

Ins. 

731/2" 

Ins. 

58" 

Ins. 

49" 

Strap 

6 V 2 " 

Ins. 

49" 

Strap 

11 " 

Strap 

61/ 2 w 

Ins. 

58" 

Strap 

8 " 


US-2-0 

UI-1-40 

UI-1-58 

US-2-11 

UI-0-65 

I I -1-31 

UI-1-40 

UI-1-58 

UI -1-58 

UI-1-42 

UI -1-58 

UI-1-40 

UI-1-40 

UI -1-38 

UI-1-19 

UI-1-38 

UI-1-58 

El-1-32 

ES-4-8 

El-1-22 


UI-1-19 

UI-1-19 

UI-1-26 

UI-1-58 

UI-1-26 

US-2-11 


UI-1-26 
UI-1-26 
US-2-9 
UI-1-58 
UI-0-65 
US-2-9 
Ui -0-65 
UI-0-74 
UI-1-58 
UI-1-49 
US-2-7 
UI -1-49 
US-2-11 
US-2-7 
UI-1-5S 


Re-wire Using No. 870 Kit (See Page 8). 


IGNITION SETS 


LaSALLE (Cont'd.) 


1934 


All 


73: 


A! I 


but 


1937 


1935 


32 


1928 


Al 


but 


932 


All 


9 32 


1938 


All 


Ins. 

Strap 

Ins. 

Ins. 

Ins. 

Ins. 

Strap 

Ins. 


Strap 

Strap 

Ins. 


19" 

161 / 2 " 
131 / 2 " 
731 / 2 " 
26" 
42" 
13%" 
22 " 


61 / 2 " 

8 / 2 " 

HI/ 2 " 


No. 

Year Cyl. 


Setl 

No. 


LINCOLN 


Zephyr 


1940 


■1 


Zephyr 


93- 


1938 


Zephyr 


1936 


Zephyr 


1932 


1930 


32 


930 


1938 


..Zephyr 


MERCURY 


1940-46. 


All 


1939 


1939-46. 


All 


Pos. -Cr. 
Pos. -Cr. 
Neg.-Sw. 
Neg.-Sw. 
Pos. -ivy. 
Pos. -Sw. 
Neg.-Cr. 
St.-Sw. 


Pos. -Cr. 
Pos. -Cr. 
Neg.-Sw. 


1c No Replacement Set Available. 


Function 


Type 


Length 


Univ. 
Line No. 


Repl. 
Line No. 


NASH- 

1941-46 


.All . 

40 Series—Amb. “600 

60 & 80 Series. 

.All . 

.All . 

.All . 

.Amb. 8. 

.Amb. 6. 

.Series 20, 40. 

Series 80. 

.1220, 1290. 

1280 . 

.Series 60, 70. 

Series 60, 70. 

.1120, 1130. 

1120, 1130. 

.Series 80, 90. 

.Amb. 6. 

Amb. 6, 8. 

.All . 


1939-40 

1940... 

1934- 38 
1937-39 
1937-39 

1935- 36 


1934 


1932-33 


1933 


1930-33 

1940... 


1937 


OLDSMOBILE— 

1938-46.. All 
1941-46..All 
1938-40.. All 
1933-37.. All 
1928-32.. All 
1928-37..All 
1938-46. .All 


PACKARD 


1941-46 


1942. 


1937- 41 
1940-41 

1938- 40 
1937-39 
1937... 
1935-36 


1933-34 

1933-34 

1932-42 


.Clippers 

Clippers . 

.All but Clippers. 

110 , 120 . 

160, 180. 

.All . 

.1800-1, 1900-1. 

.Super 8 . 

.1500-6, 1600-5, 1700-5 

.All but 1500 Series. 

.120 . 

120 . 

All 8 but 120. 

.All . 

.All . 

.All . 


.Pos. -Cr. 

.Neg.-Sw. 

.Neg.-Sw. 

.Pcs. -Cr. 

.Neg.-Sw. 

.Pos. -Cr. 

.Neg.-Sw. 

.Neg.-Sw. 

.Neg.-Sw. 

.Neg.-Sw. 

.Neg.-Sw. 

.Neg.-Sw. 

.Pos. -Sw. 

.Neg.-Cr. 

.Neg.-Sw. 

.Pos. -Cr. 

.Neg.-Sw. 

.St.-Sw. 

.Eng.-Fr.-Gr. 

.St.-Sw. 


Pos. -Sw. 
Neg.-Cr. 
Neg.-Cr. 
Pos. -Sw. 
Pos. -Sw. 
Neg.-Cr. 
Eng.-Fr.-Gr. 


Pos. -Cr. 
Neg.-Sw. 
Pos. -Cr. 
Neg.-Sw. 
Neg.-Sw. 
Pos. -Cr. 
Neg.-Sw. 
Neg.-Sw. 
Neg.-Sw. 
Neg.-Sw. 
Pos. -Cr. 
Neg.-Sw. 
Pos. -Cr. 
Pos. -Cr. 
Neg.-Sw. 
Eng-.-Fr.-Cr. 
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BATTERY CABLES 


IGNITION SETS 


ICAR AND MODEL 


Univ. 


Function 

Type 

Length 

Line No. 

. Pos. -Cr. 

Strap 

8V 2 " 

LS-2-0 

. Neg.-Sw. 

Ins. 

731/2" 

l I-0-74 

. Pos. -Gr. 

Strap 

13%" 

ITS-2-14 

. Neg.-Sw. 

Ins. 

38" 

1 1-1-38 

. Neg.-Sw. 

Ins. 

731/2" 

1 1-0-74 

. Neg.-Sw. 

Ins. 

42" 

LI-1-42 


Rcpl. 
Line No. 


Year 


I PIERCE ARROW 

1936-38.. All . 

All . 

1932-35.. All . 
1934-35..All 8 
All 1 

1932-33.. All . 

3 PLYMOUTH- 



1940-46. 

.All 


1946.... 

.All 


1942.... 

.All 

PI 

1941.... 

.All 


1939.... 

.All 


1938.... 



1937.... 

.All 


1939-40. 

.All 

/ 

1937-38. 

.All 


1936.... 

.All 



All 


1935.... 

.All 



All 


1933-34. 

.All 



All 


1931-32. 

.PA, 


1932.... 

.PB 


1931 ... . 

.PA 


1928-31 . 

.All 



All 


1929-32. 

.All 


PB. 


Pos. -Gr. 

Ins. 

26" 

LI -1-20 

Neg.-Sw. 

Ins. 

141/2" 

U 1-1-15 

Neg.-Sw. 

Ins. 

26" 

11 - 1 -20 

Neg.-Sw. 

Ins. 

31" 

LI-1-31 

Pos. -Gr. 

Ins. 

31" 

LI-1-31 

Pos. -Gr. 

Ins. 

38" 

1 I -1-38 

Pos. -Gr. 

Ins. 

42" 

11-1-42 

Neg.-Sw. 

Ins. 

65" 

IT 1-0-65 

Neg.-Sw. 

Ins. 

58" 

LI -1-58 

Pos.-Gr. 

Ins. 

38" 

1 1-1-38 

Neg.-Sw. 

Ins. 

65" 

1 1-0-65 

Pos. -Gr. 

Ins. 

42" 

11 - 1 -41! 

Neg.-Sw. 

Ins. 

58" 

1 1-1-58 

Pos. -Gr. 

Ins. 

31" 

1 1-1-31 

Neg.-Sw. 

Ins. 

42" 

1 1-1-42 

Pos. -Gr. 

Ins. 

26" 

1 I - 1 -20 

Neg.-Sw. 

Ins. 

49" 

11-1-40 

Neg.-Sw. 

Ins. 

31" 

I 1-1-31 

Pos. -Gr. 

Strap 

11" 

LS-2-11 

Neg.-Sw. 

Ins. 

26" 

LI-1-20 

Eng.-Fr.-Gr. 

Strap 

8" 



-1-20 El-1-27 


1933-42 


55S 


ES-4-8 


PONTIAC- 

1938-46. .All 
All 

1938.All 

1933- 37. .All 

1934- 37. .All 

1933.All 

1932.All 

1928-32. .All 
1931-32..All 
1938-46. .All 
1930-37. .All 

REO- 

1935- 36. .All 

All 

1930-35. .All 
All 

1935-36..All 

STUDEBAKER- 

1946. 


’38-8. 


6 . 

6 . 

but ’35-6 
but ’35-6 


. Pos. -Sw. 

Ins. 

19 

LI-1-10 

. Neg.-Gr. 

Strap 

I 6 I/ 2 " 

LS-2-17 

. Pos. -Sw. 

Ins. 

MI/ 2 " 

11-1-15 

. Neg.-Gr. 

Strap 

11" 

LS-2-1 1 

. Pos. -Sw. 

Ins. 

31" 

lTI-1-31 

. Pos. -Sw. 

Ins. 

26" 

LI -1-26 

. Neg.-Gr. 

Strap 

13%" 

LS-2-14 

. Neg.-Gr. 

Strap 

6 1 / 2 " 

LS-2-7 

. Pos. -Sw. 

Ins. 

38" 

LI-1-38 

. Eng.-Fr.-Gr. 

Strap 

14" 


. Eng.-Fr.-Gr. 

Strap 

6 1 / 2 " 


. Pos. -Sw. 

Ins. 

49" 

FI -1-40 

. Neg.-Gr. 

Strap 

135/a" 

LS-2-14 

. Pos. -Sw. 

Ins. 

65" 

LI -0-65 

. Neg.-Gr. 

Strap 

61 / 2 " 

LS-2-7 

.St.-Sw. 

Ins. 

22 " 



1935-46 

.935-46 


552 

557 


FS-4-14 

ES-4-7 


1942... 

1940-42 


.All 


1938. 

1937. 


.All 


TERRAPLANE- 


All 


WILLYS- 

1946.. 


WILLYS-KNICHT- 

1930-33..66D, 66E. 


. Pos. -Gr. 

Strap 

61/2" 

LS-2-7 


1934-46 

6 

553 

. Pos. -Gr. 

Strap 

161/2" 

LS-2-17 


1934-42 

8 

557 

. Neg.-Sw. 

Ins. 

141,4" 

IT 1-1-15 





. Neg.-Sw. 

Ins. 

38" 

LI -1-38 





. Pos. -Gr. 

Strap 

11" 

LS-2-11 





. Neg.-Sw. 

Ins. 

19' 

LI-1-10 





. Neg.-Sw. 

Ins. 

26" 

LI-1-26 





. Pos. -Gr. 

Strap 

61/2" 

LS-2-7 





. Neg.-Sw. 

Ins. 

141/2" 

LI-1-15 





. Neg.-Sw. 

Ins. 

19" 

LI-1-10 





. Pos. -Gr. 

Strap 

81/2" 

LS-2-0 





. Neg.-Sw. 

Ins. 

49" 

LI-1-40 





. Neg.-Sw. 

Ins. 

58" 

1 1-1-58 





. Pos. -Gr. 

Strap 

11" 

LS-2-11 





. Neg.-Sw. 

Ins. 

49" 

II-1-40 





. Neg.-Sw. 

Ins. 

38" 

LI-1-38 





. Neg.-Sw. 

Ins. 

31" 

LI-1-31 





. Neg.-Sw. 

Ins. 

42" 

LI-1-42 





. Eng.-Fr.-Gr. 

Strap 

6i/ 2 " 


ES-4-7 




. St.-Sw. 

Ins. 

22" 


El-1-22 




. St.-Sw. 

Ins. 

32" 


El-1-32 




. Pos. -Gr. 

Strap 

11" 

LS-2-11 


1936-38 

6 

554 

. Neg.-Sw. 

Ins. 

26" 

LI-1-26 





. Eng.-Fr.-Gr. 

Strap 

8" 


ES-4-8 




. Pos. -Sw. 

Ins. 

31" 

LTI-1-31 


1933-46 

4 

551 

. Neg.-Gr. 

Strap 

1 3 5 /8 " 

LS-2-14 





. Pos. -Sw. 

Ins. 

MW' 

LI-1-15 





. Neg.-Gr. 

Strap 

161/2" 

LS-2-17 





. Pos. -Sw. 

Ins. 

19" 

I 1-1-10 





. Pos. -Sw. 

Ins. 

58" 

LI-1 -58 





. Neg.-Gr. 

Strap 

81/2" 

LS-2-0 





. Pos. -Sw. 

Ins. 

42" 

I 1-1-42 




★ 

. Pos. -Sw. 

Ins. 

31" 

I 1-1-31 





. Neg.-Gr. 

Strap 

81/2" 

LS-2-0 
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★ No Replacement Set Available. Re-wire Using No. 870 Kit (See Page 8). 

















































































































































ICN. 
SET 

Cable No. Length Cable No. Leijgth NO. 


BATTERY TO STARTER 


|CHEVnOLET 

1946.COE 


'A Ton. . 

3 / 4 - 1 -1 y 2 Ton (Except COE). 
4-1-r ~ 


-1 1/2 Ton (Except COE). 


1940-42.. i/ 2 -^ 4 - 

COE . 

1939.I/ 2 - 11/2 Ton. 

1937-39.. i/ 2 -?/ 4 -1 Ton (All but ’39 1 / 2 -II /2 Ton). 

1937.All but !/ 2 - 3 / 4 -l Ton. 

1925-36.. All . 

I DIAMOND T- 


1938-41 . .All 
1936-37..80 

Edodce- 


Neg. 

US-2-11 

11 " 

UI-1-19 

19" 

51 t| 

Neg 

US-2-11 

11 " 

U1-1-2(5 

26" 

5171 

Neg 

US-2-11 

11 " 

UI-1-31 

31" 

5171 

Neg. 

US-2-14 

13%" 

UI-1-20 

26" 

5171 

Neg. 

US-2-14 

135/g" 

UI-1-19 

19" 

517| 

Neg. 

US-2-14 

135/s" 

UI-1-38 

38" 

5171 

Neg. 

US-2-14 

13%" 

UI-1-215 

26" 

5173 

Neg. 

US-2-14 

13%" 

UI-1-3N 

38" 

5171 

Neg. 

US-2-14 

13%" 

UI-1-215 

26" 

517* 

Neg. 

US-2-17 

161 / 2 " 

UI-1-49 

49" 

★j 

Neg. 

US-2-14 

13%” 

UI-1-42 

42" 



1940-41..VC. VD, VH. VC. WC. WD. 

VF, VH. WF. 

VM, WFM. 

VL. VK. 

(Diesel). VLD, VKD. 

1939.TK. TL. 

TH, TC. 

1938-39..TE. TF. 

1937-39..RC. RD. TC. TD. MD, MC. 

LM. RX. 

1937.MC. MH.. 

RE. MF. RF. 

1936.....LE, LF. 

1933-35.. 3 / 4 , 1, 1/2 Ton. 

Yz Ton. 

KC. KCL. 

HC. HCL. 

1930-33.. H. U. DA. 2 Ton. 3 Ton. 

1932-33.. UC, UC. F. UF. 

&F0RD- 


US-2-17 
US-2-17 
UI-1-26 
US-2-17 
II-1-24J 
US-2-17 
US-2-17 
US-2-14 
US-2-17 
UI-1-26 
US-2-17 
US-2-14 
US-2-17 
US-2-14 
US-2-14 
UI-1-31 


U1-1-26 
UI-1-58 
U1-1-215 
U1-0-74 


U1-0-74 
UI-1-58 
U1-1-20 
UI-1-2G 


UI-1-58 
U1-1-20 
UI-1-31 
UI-1-31 
11-1-40 
UI-1-40 


1940-42..All Except COE. 

1938-42.. COE . 

1937-39. .All Except COE. 

1935-36..51. 67. 

1933-34..330 . 

1933-34..BB-46 Except 330. 

1932.BB 

C. M. C.- 


1940.100, 150, 250. 

1940.300 __ 

1936-38. .T14, T16, T, 16H. F16, F16H. T18, T18H, F18, F18H. 

1936.T18, T18H, T23, T33, T33H, T46, T61 . 

1934-35..T16 . 

1934-35..T73, T73H. 

1934-35. .T74, T75, T75H, T78, T78T. 

1933-35..T18. T23, T33, T33L, T43. 

1929-32..T15, T17, T18. T19, T23. 

1929-32. .T25, T26. T30, T31, T42, T44, T45, T46. 

INTERNATIONAL- 


Neg. 

US-2-11 

11 " 

U1-1-38 

38" 

Neg. 

US-2-17 

I 6 V 2 " 

UI-1-38 

38" 

Neg. 

US-2-11 

11 " 

UI-1-38 

38" 

Neg. 

US-2-14 

13%" 

UI-1-49 

49" 

Neg. 

US-2-17 

I 6 V 2 " 

U1-1-42 

42" 

Neg. 

US-2-17 

161/5" 

U1-0-74 

731/2 

Neg. 

UI-1-31 

31" 

UI-0-74 

731/2 

Neg. 

US-2-17 

I 6 V 2 " 

UI-1-31 

31" 

Neg. 

US-2-17 

16 1 / 2 " 

UI-1-3S 

38" 

Neg. 

US-2-17 

16%" 

UI-1-49 

49" 


1938-41..Cl. C5, Cl5. 

CIO, Cl2. C20, C30, C35. 

D2, D5, D15. 

D30. 

D35. 

1935-37..Cl. C5. CIO. C15, C20. 

Cl 2. C30, C30S, CS30, C35. C35B. C40. CS35, CS35B, 

CS40, C35T, CS35T, C40T. CS40T, C40F. 

C300 . 

C50, C55, C60. CS50. 

D2. D15, D30, DS30, D35, DS35. 

M3 . 

1933-35..B3. B4. CIO, C20. C35, Under 7322, C35B, 

Under 593, C40, Under 3943. 

1933-34..D1 . 

1932-34. .Al, A2, A3. B2, Cl. 

1930-34..A4. A5. A 6 . 

1930-33. .Al3, AW1, AW2. 

PLYMOUTH- 


1940-41 . .Commercial Chassis PT105. 

1939.Commercial Chassis PT81.. 

1937-38. .Commercial Car and PG57. 
1936 Commercial Car. 

REO- 


Pos. 

UI 

-1-19 

19" 

UI-0-65 

65' 

Pos. 

UI 

-1-19 

19" 

UI-1-26 

26' 

Pos. 

US 

-2-17 

I 6 V 2 " 

U1-1-26 

26' 

Pos. 

UI 

-1-42 

42 " 

UI-0-65 

65' 


1935-39. .All 

STUDEBAKER- 


Neg. 


US-2-17 


16!/ 2 " 


1937-40..J5. K5. J20. J30. K20. K30. 

J15, J15M. K15. LI 5. 

J20M, J25. J30M, K20M, K30M. 

TERRAPLANE- 


1934-38. .All Except 89101 . 

89101 . 

WHITE - 


Pos. 

Pos. 


US-2-11 

US-2-11 


U1-1-215 
UI-1-19 


1938-40..700, 700A, 700H. 

700K . 

704. 704A, 704K, 710, 710A. 

1935-37..700 . 

703. 704. 705. 

706M . 

712. 718. 

720 . 

1931-34..210, 211, 212. 

64 (Undbr 171 800). 

613 . 

620, 621,630, 631. 640, 641,642, 643, 64 (Above 171800). 


49'-' 


Pos. 

US-2-14 

13%" 

UI-0-74 

735/2' 

Pos. 

US-2-14 

13%" 

UI-1-3K 

38" 

Pos. 

UI -1 -26 

26" 

UI-1 -31 

31" 

Pos. 

UI-1-19 

19" 

UI-0-74 

731// 

Pos. 

UI -1 -26 

26" 

UI-1-215 

26" 

Pos. 

UI-1-58 

58" 



Pos. 

UI-1-26 

26" 

UI-1-58 

58" 

Pos. 

UI-1-58 

58" 

UI-1 -49 

49" 

Pos. 

UI-1-31 

31" 

UI-0-74 

73 VV 

Pos. 

UI-1-49 

49" 

UI-0-74 

731/5' 

Pos. 

UI-1-31 

31" 

UI-0-65 

65" 

Pos. 

UI-1-19 

19" 

UI-0-65 

65" 

> Using No. 870 Kit ( See Page 8). 


553 ' 

553 ' *: ' 


Pos. 

UI-1-31 

31" 

U1-1-42 

42" 

553 

Pos. 

US-2-14 

135/s" 

UI-1-49 

49" 

553 

Pos. 

US-2-14 

135/s" 

UI-1-31 

31" 

553 

Pos. 

US-2-9 

81/2" 

UI-1-15 

141/2" 

544 

Pos. 

UI -1 -26 

26" 

UI-1-19 

19" 

544 

Pos. 

US-2-9 

81/2" 

UI-1-19 

19" 

544 

Pos. 

US-2-17 

I61/2" 

UI-1-26 

26" 

544 

Pos. 

US-2-17 

I6V2" 

UI-1-31 

31" 

544 

Pos. 

US-2-17 

161/2" 

UI-1-26 

26" 

544 

Pos. 

US-2-11 

11" 

UI-1-26 

26" 

544 


553 

553 

553 

★ 


Pos. 

US-2-9 

8 1 / 2 " 

UI-1-26 

26" 

553 

Pos. 

UI-1-19 

19" 

UI-1-38 

38" 

553 

Pos. 

US-2-9 

8 V 2 " 

UI-1-31 

31" 

553 

Pos. 

US-2-9 

8 1 /," 

UI-1-38 

38" 

553 

Pos. 

US-2-9 

81/5" 

UI-1 -245 

26" 

553 

Pos. 

US-2-11 

11 " 

UI-1-26 

26" 

553 

Pos. 

UI-1-19 

19" 

UI-1-38 

38" 

553 

Pos. 

UI-1-19 

19" 

UI-1-215 

26" 

553 

Pos. 

UI-1-19 

19" 

UI-1-42 

42" 

553 

Pos. 

US-2-11 

11 " 

UI-1-26 

26" 

553 

Pos. 

US-2-11 

11 " 

UI-1-19 

19" 

553 

Pos. 

US-2-14 

13%" 

UI-1-26 

26" 

553 

Neg. 

US-2-9 

8V5" 

UI-1-38 

38" 

553 

Pos. 

US-2-14 

13%" 

UI-1-26 

26" 

553 

Pos. 

US-2-17 

16i/ 2 " 

UI-O-74 

731/2" 

553 

Pos. 

UI-1-19 

19" 

UI-0-65 

65" 

553 


553 

553 

553 

553 


553 


Pos. 

US-2-14 

13%" 

UI-1-58 

58" 

553 

Pos. 

US-2-14 

1 3 % " 

UI-1-19 

19" 

553 

Pos. 

US-2-14 

13%" 

UI-1-42 

42" 

553 


554 

554 
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